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Izdoti saskana ar
Valsts parvaldes iekartas likuma
72. panta pirmas dalas 2.punktu

I. Visparigie noteikumi

1. Noteikumi nosaka topografiskas kartes méroga 1:10 000 (turpmak —
karte) izgatavoSanas un aktualizacijas tehnologisko shému un tehniskos
izgatavoSanas noteikumus. Noteikumi attiecas uz kartes tehnologisko shému un
tehniskajiem izgatavoSanas noteikumiem 3.izdevumam - treSajam  valsts
teritorijas kartografiskajam parklajumam noteiktaja méroga.

2. Kartes tehnologiskas shémas (1. pielikums) mérkis ir noteikt darbu
secibu kartes izgatavoSanas un aktualizacijas procesa. Kartes tehnologiskas
shémas procesu saraksts ar atbildigajam valsts agentiiras ,,Latvijas Geotelpiskas
informacijas agentiira” struktiirvienibam un katra procesa gala rezultats ietverts
So noteikumu 2. pielikuma.

3. Kartes izgatavoSanas un aktualizacijas darbu planoSana:

3.1. izgatavoSanas un aktualizacijas planojumu saskana ar Agentiiras
darba planu sagatavo Geodézijas un kartografijas departamenta Kartografijas
nodalas Lielm@roga karSu dala (turpmak — Lielméroga karSu dala) un saskano
Geodézijas un kartografijas departamenta direktors un Geoinformacijas sistemu
un informacijas tehnologiju departamenta direktors;

3.2. pamatojoties uz saskanoto planojumu, Lielméroga karSu dalas
vaditajs elektroniska veida nodod darba wuzdevumu kart€§jam gadam
Geoinformacijas sisttmu un informacijas tehnologiju departamenta (turpmak —
GIS un IT departaments) Geod&zijas un kartografijas nodalas regioniem (turpmak
— Regions).
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4. Darba uzdevuma ietver izgatavojamas vai aktualiz€jamas kartes lapas
(kartes lapu numurus saskana ar topografisko karSu lapu nomenklatiiru un to
teritoriju shémas veida).

5. Regiona vaditajs sanpemto darba uzdevumu dod izpildei Regiona
darbiniekiem, nosakot katra darba procesa izpildes terminu un uzrauga kartes
sagatavoSanas vai aktualizacijas procesu, veicot darbu izpildes pienemsSanu un
kontrolgjot izpildes terminu ieveéroSanu.

6. Regiona vaditajs aizpilda tehnologiska cikla vadibas un kontroles
elektroniska formulara (turpmak - formulars) sakotngjo informaciju un formulara
atzimé Kkartes razoSanas sakuma un beigu datumu un tehnologiska procesa
1zpilditaju.

II. Informacijas sagatavoSana

7. Regiona vaditajs dod darba uzdevumu Regiona darbiniekam, noradot
kartes lapas numuru saskana ar topografisko karsu lapu nomenklaturu.

8. Kartografijas inZenieris uzsakot kartes izgatavoSanu vai aktualizaciju:

8.1. sagatavo kartes iepriek$¢ja izdevuma *.dgn datu formata failus,
nemot tos no servera gatavas produkcijas direktorijas Produkti gatavajiem
datiem;

8.2. atlasa pieejamo papildinformaciju par kartejamo teritoriju:

8.2.1. digitalo informaciju:

8.2.1.1. ortofotokartes;

8.2.1.2. skenétas PSRS Generalstaba topografiskas kartes méroga
1:10 000;

8.2.1.3. skenétos fotoplanus meroga 1:10 000;

8.2.1.4. citu mérogu topografiskas kartes un planus;

8.2.1.5. Svarigo objektu datu bazes datus;

8.2.1.6. Vietvardu datu bazes datus;

8.2.1.7. Adresu registra datus;

8.2.1.8. Kadastra karti;

8.2.1.9. Valsts geodeziska tikla datu bazes datus;

8.2.1.10. u.c. pieejamo digitalo informaciju:

8.2.1.10.1. Latvijas ezeru datubazi,

8.2.1.10.2. Meteo.lv — informacija par karjeriem;

8.2.1.10.3. Likumi.lv — parku robezas un nosaukumi, mazo HES
nosaukumi u.c. informacija;

8.2.1.10.4. Latvijasceli.lv — celu indeksi;

8.2.1.10.5. VAS ,Latvijas Dzelzcel$” parskats par dzelzcela staciju un
pieturas punktu nomainu;

8.2.2. analogo informaciju:

TOPOGRAFISKAS KARTES MEROGA 1:10 000 TEHNISKIE NOTEIKUMI 2



8.2.2.1. topografiskas kartes M 1:10000 ieprieks€ja izdevuma tehnisko
lietu ar taja ietverto dokumentaciju;

8.2.2.2. gramatu “Latvijas ciemi”;

8.2.2.3. karSu izdevniecibas “Jana s€ta” Latvijas autocelu atlantu méroga
1:200 000;

8.2.2.4. enciklopédiju “Latvijas pagasti”;

8.2.2.5. u.c. analogo informaciju — gramatas, kartes.

9. Darbinieks, kuram dots darbs izpildei, So noteikumu 8.1. un
8.2.1. punkta minétos datus novieto Regiona telpisko datu kratuvé un uzsak
jaunu kartes lapas tehnisko lietu.

I11. Darba vides sagatavoSana

10. Kartes satura informaciju sagatavo vai aktualizé ar programmatiiras
MicroStation GeoGraphics darba vides “topol0” palidzibu.

11. Uzsakot kartes sagatavoSanas vai aktualizacijas darbu, veic darba

vides konfiguréSanu:

11.1.,,topo10” projekta un resursfailu ievietoSana lietotaja datora:

11.1.1. ,,topo10” projektu novieto direktorija C:\PRJS\topol0\...;

11.1.2. darba vides resursfailus iekope direktorija C:\Program
Files\Bentley\...;

11.1.3. ,,topol0” 1scels (ikona) Topol0.Ink iekopé direktorija C:|
Documents and Settings\All Users\Desktop (lietotajam jabiit Administrator
tiesibam) jeb uz C:\ Documents and Settings\[lietotajs]\Desktop;

11.2. datu bazes piesléguma izveidoSana:

11.2.1. atver operétajsisttmas kontrolpaneli (Control Panel) un no
Administrative Tools 1zvélas Data Sources (ODBC), kura izvélas sadalu System
DSN (lietotajam jabiit Administrator tiesibam);
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11.2.2. pievieno jaunu datu avotu (4dd...);
11.2.3. no piedavatas izvelnes izv€las Microsoft Access Driver (*.mdb);

11.2.4. Data Sources Name ail€¢ ieraksta datu bazes piesleguma

nosaukumu — topo 10;
11.2.5. ar Select 1zvélas ,,topo10” projekta datu bazi:

C:\PRJ8\topo10\topo10.mdb un apstiprina.
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12. Projekta ,, fopo10” pieslégsana:

12.1. projekta ,, fopol0” darba vidi aktiviz€, izmantojot iscelu (120010 (tiek
startets MicroStation GeoGraphics ar ,,topol(” darba vidi);
12.2. kad programma ir start€ta un atverts zim€juma fails (dgn), tad

izveloties Project ?Open 20K, tiek atverts projekts rtopol0;
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3.att.
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12.3. veido jaunu vektoru pamatfailu, kur§ ir Microstation GeoGraphics
(*.dgn) fails, uzstadot sakuma failu SEEDLV2D V8.DGN;

12.4. izveidojot kartes lapas failu, uzstada darba vienibas;

12.5. pamatfaila nosaukumu veido saskana ar Latvijas 1993.gada
topografisko karsu sisteémas (TKS — 93) karSu lapu nomenklatiiru - topografiskas
kartes pamatfaila nosaukumu veido tikai kartes lapas numurs xxxx-xx_c (kur x
ir lapas nomenklatiiras cipari) ar paplasinajumu *.dgn. (xxxx — xx_c.dgn), bet
aizkrasojuma faila nosaukums ir xxxx — xxkr c.dgn.

13. P&c darba vides “topo 10" atvérSanas ar Microstation Geographics
programmattru klist pieejams kartes objektu saraksts, kas atbilstoSi objektu
grupam vizuali paradits speciali izveidotas paletés. Katra atseviska paletes rika
paredzeti visi objektu vizualizaciju raksturojosie lielumi (pieméram, Lv-Iimentis,
Co-krasa, St-Iinijas stils, Wt-linijas biezums).

IV. Kamerala deSifrésana

14. Kameralo deSifréSanu darbinieks, kuram dots darba uzdevums, veic
iepriek$€ja izdevuma pamatfaila kopija, veidojot jaunu faila nosaukumu ar
paplasinajumu xxxx-xx_c.dgn, nemot aktualako ortofotokarti.

15. Kameralo desifréSanu veic saskana ar Agentliras noteikumiem, kas
nosaka topografiskas kartes meroga 1:10 000 visparigas prasibas un
izgatavoSanas noteikumus (turpmak — topografiskas kartes méroga 1:10 000
visparigas prasibas).

16. Kameralaja desifréSana ka papildinformaciju izmanto So noteikumu
8.2. punkta minéto informaciju.

17. Kameralas deSifréSanas beigas darbinieks, kuram dots darba
uzdevums, iesniedz Regiona vaditajam kartes lapu *.dgn formata, kuru novieto
Regiona telpisko datu kratuvé (serveri) un veic ierakstu formulara par darba
pabeigSanu.

18. Objektus attelo atbilstosi:

18.1. objektu saraksta noraditajai kodu sist€mai (3. pielikums);

18.2. teksta ~ centroidu  apzim&umiem  noteiktajam  prasibam
(5. pielikums);

18.3. konturdaloSo objektu attelojuma prasibam (6. pielikums);

18.4. toponimikas informaciju saskana ar noradijjumiem vietvardu
lietoSanai un 1zvietoSanai topografiskaja karte meroga 1:10 000 (7. pielikums);

18.5. Sajos noteikumos noteiktajiem objektu att€lojuma visparigajiem un
atseviskajiem nosacijumiem:
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18.5.1. digitiz€jot taisnas linijas, saglaba precizitati, ieveérojot, ka
registréjumu skaitam jabut p&c iesp&jas mazakam;

18.5.2. Iinijveida objektus (idensteces un celus) krustojoties nepartrauc,
bet vietas, kur krustojas zonétie udensteces linijveida objekti, krustpunktos
izmanto liniju , krasta linija neredzama”;

18.5.3. objektus att€lo Feature Manager reZima, nemot vera, ka:

18.5.3.1. nav pielaujama attelojamo objektu pec kodu sist€mas iestatito
parametru maina;

18.5.3.2. ja nepiecieSams mainit jau att€loto liniju, tekstu vai arpusméroga
apzim&jumu pret citu apzim&jumu, izmanto tikai paletes Feature rikus un
Feature Manager vai §$im noliikkam paredzetas paletes;

18.5.4. jebkuru objektu, kuru att€lo datu pamatfaila vai aizkrasojuma
faila, ar atribiitu informaciju — objekta nozimi (feature) — piesaista darba videi
projekta ,, topol0”.

19. Objektu atteloSanas seciba pec objektu grupam:

19.1. celi;

19.2. dzelzceli;

19.3. hidrografiskie linijveida objekti;

19.4. industrialie un socialie Iinijveida objekti (elektrolinijas, caurulvadi);
19.5. apbiive, saimnieciskie un kulturvides objekti;

19.6. objekti, kuru att€loSanai izmanto kontiirdalo$o Iiniju;

19.7. vegetacijas punktveida un linijveida objekti;

19.8. pargjie objekti;

19.9. uzraksti.

20. Méroga att€lojamo apbiives un saimniecisko objektu att€losanai
izmanto vienu no metodém:

20.1.ja €ka ir taisnstiira, tad no riku paletes izv€las taisnstiiri (place
block) un ar metodi rotated registré divus eku stiirus;

20.2. ja eka ir taisnlenka daudzstiiris (pieméram, €kas ar piebiivém), tad
no riku paletes izvélas taisnlenka daudzstiiri (place orthogonal shape) un att€lo
katru €kas stiir1;

20.3. ja €ka ir neregulars daudzstiris, tad no riku paletes izv€las poligonu
(place shape) un attelo katru €kas stiri, pieslédzot pedejo nogriezni pie sakuma
punkta;

20.4. ja eka ir aplveida, tad no riku paletes izvélas regularu daudzstiiri
(place regular polygon) vismaz ar 30 virsotném.

21. Eku att€losanai izmanto papildmaterialus (ieprieksgja laika perioda
iegitos kartografiskos datus vai no citiem avotiem iegiitu informaciju),
vienlaicigi izvert€jot attiecigaja ortofotokart€ atpazistamo situaciju un
papildmaterialu aktualitati.

22. Dzelzcelu att€loSanas nosacijumi:

TOPOGRAFISKAS KARTES MEROGA 1:10 000 TEHNISKIE NOTEIKUMI 7



22.1. platformas meéroga att€loSanai no riku paletes izv€las taisnstiiri
(place orthogonal shape), un ar metodi rotated registré divus platformas stiirus,
att€lojot to tiesi uz dzelzcela linijas;

22.2. lokomotivju apgrieSanas apla apzim€juma vidu zimé Skérssvitru ar
paletes riku place line.

23. Autocelu att€loSanas nosacijumi:

23.1. autoceliem vispirms velk cela asi, tad generé zonas (cela malas),
izmantojot palet€s iestaditos parametrus, autocelu zonu galus ar Modify riku
veido taisnus;

23.2. sabiedriska transporta pieturvieta (nojume, &ka) -arpusméroga
apzimg&jumu orient€ gar cela malu;

23.3. stavlaukums — arpusmeroga apzim&jumu orienté gar cela malu;

23.4. celu indeksi — liek uz cela un orient€ paral€li celam;

23.5. gaj@ju celin§ — méroga, att€lojamas Iinijas svitrinam un intervaliem
jasakrit;

23.6. brauktuve apbiiveta teritorija — vispirms zimé brauktuves asi, péc
tam brauktuvi zoné atkariba no platuma. Brauktuves zonas galus ar Modify riku
veido taisnus. Attelojot nelinearas formas brauktuves posmus, lieto apzZim&jumu
“brauktuve apbiiveta teritorija‘, izmantojot riku Place Smartline (ar ieslégtu join
elements).

24. Hidrografijas objektu att€loSanas nosacijumi:
dabisku vai kanaliz€tu fidensteci platuma no 4 lidz 10 metriem att€lo, nemot
vera nosacijumus:

24.1. vispirms velk tidensteces asi, tad generé zonas:

24.1.2. ja Gidensteces platums ir 3 un 4 metri, generé 4 metrus platu zonu;

24.1.3. ja udensteces platums ir 5 un 6 metri, generé 6 metrus platu zonu;

24.1.4. ja udensteces platums ir 7 un 8 metri, generé 8 metrus platu zonu;

24.1.5. ja udensteces platums ir 9 un 10 metri, generé 10 metrus platu
zonu,

24.2. ja dabiskas vai kanaliz€tas idensteces platums ir 12 m un vairak, tad
zimé tdenspliismas asi;

24.3. attelo visas kanaliz€tas tidensteces, kas atrodas paraléli celam
(celmalas gravji), bet neattelo cela gravjus, kas ir cela nogazes turpinajums (8.
pielikums). Cela gravjus atteélo gadijumos, ja tie savienojas ar kopgjo teritorijas
gravju sistemu.

25. Vegetacijas objektu att€loSanas nosacijumi:

25.1. vegetacijas objektu attélojuma ieveéro kontlrliniju attélojuma
noteikumus:

25.1.1. noslédzot kontiiru ierobezojoSu Iiniju pie konttirdalo$as linijas
(6. pielikums) vai sasaistot §is Iinijas savstarp€ji — vienmer javeidojas noslégtam
laukumam, kura tiek ievietots viens teksta centroids (4.att€ls);
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4 .att.

25.1.2. ja kontiiru ierobeZojosa Iinija Skérso citas linijas, kas nav konttiru
daloSas Iinijas, laukums netiek dalits, un taja ir jaievieto tikai viens centroids
(5.attels);
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5.att.

25.1.3. ja parg€jie objekti sakrit ar kontiiru ierobezojoSu Iiniju, tad tiem
virsti kop€ So objektu Iiniju. Teksta centroida piesléguma vietai obligati ir jabtit
kontiiras iekSpusge;

25.2. zalas un punktétas kontiirlinijas lietoSanas gadijumi:
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25.2.1. karte att€lojamos laukumus atdala divu veidu kontirlinijas —
punktéta linija un zala linija;

25.2.2. zalo liniju izmanto, atdalot dazadi aizkrasotus laukumus, izdruka
§1 linija tiek atslégta;

25.2.3. ar punktéto Iiniju atdala vienadas krasas laukumus, izdruka S§1
Iinija tiek saglabata (7.attels.);

25.3. sarkanas kontiirlinijas lietoSanas gadijumi:

25.3.1. caurejamu purvu kontliras var parklaties ar citam vegetacijas
kontiiram — mezu, skrajmezu, jaunaudzi u.c., to att€loSanai lietojama speciala
kontiirlinija — sarkana, kura attiecas tikai uz caurejama purva centroidu un citus
laukumus nenorobezo (8.attels);

25.3.2. sarkano kontirliniju attélo pari vairakiem laukumiem;

25.3.3. vietas, kur sarkana Iinija sakrit ar zalo vai punktéto kontiirliniju,
abas linijas Zimé, kopg€jot vienu uz otras;

25.3.4. ar sarkano kontiirliniju Gident att€lo ar meldraju, grislaju un sekli;
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8. att.

25.4. meZzs, skrajmeZzs, parks, jaunaudze, izcirtums, izdegums, kriimajs,
dabiska plava, meldrajs, niedrajs, stinajs, auglu darzs, ogulajs, saknu darzs,
tehniskas kulturas, zaliens, grislajs — atdala ar kontiiru ierobeZojoSu Iiniju,

kontiiras iekSpus€ ievietojot teksta centroidu;
25.5. zimgjot koku, kriimu rindas, ieteicams atslégt Iiniju stilu (9. attéls),

jo, Zimgjot tas ar ieslégtu lmijas stilu, tieck uzziméta viena koku vai kriimu rinda,

kas sastav no vairakam nesavienotam linijam;

E View Attributes E|E|@
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25.6. meldrajs, niedrajs, grislajs - aizaugusas tdenstilp€s arpusmeéroga
apzim&jumus izvieto ta, lai mal&jie simboli att€lotu meldraja robezu; lai Gidens
konttras izdalitu meldraju, grislaju, izmanto sarkano konttrliniju un atbilstoSu
vegetacijas centroidu;

25.7. smiltajs, grants vai akmenaina virsma, necaurejams vai griiti
caurejams purvs, caurejams purvs - atdala ar kontiliru ierobezojoSu Iimiju,
kontiiras iekSpus€ ievietojot teksta centroidu;

25.8. caurejams purvs — ta kontliras var parklaties ar citam vegetacijas
kontiiram, tapec to att€losanai izmanto sarkano kontiirliniju.

26. Robezu att€lojuma nosacijumi - robezas apzim&jumu attelo ar linijas
,valsts robeza” un robezzimém un to numeraciju.

27. Uzrakstu att€lojuma nosactjumi:

27.1. pielaujama teksta retinaSana ar paletes riku Change Text Attributes,
Interchar Spacing;

27.2. paskaidrojoss, raksturojoSs pieraksts objektam — lieto péc vajadzibas
ar 1,5 milimetri vai 1,7 milimetri fontu;

27.3. udenstilpe, akvatorija, licis, Saurums, Udenstece, sala, pussala,
zemesrags, s€klis, rifs, tidenskritums, krace, purvs, polderis, mezs, parks, darzs,
orografija, aizsargdjamie dabas objekti — uzrakstu orienteé atkariba no
aprakstamo objektu konfiguracijas;

27.4. ja objekts izvietojas uz vairakam karSu lapam, objekta nosaukums
liekams katra kartes lapa.

V. Pirma Kkorektiira

28. Korektura So noteikumu izpratn€ ir karte att€lojamo objektu atlases un
attelojuma parbaude, izmantojot pieejamos kartografiskos pamatmaterialus
(aktuala ortofotokarte) un papildinformaciju (So noteikumu 8.2.punkts).

29. Korektiiru veic darbinieks, kuram dots uzdevums veikt korekturu,
parbaudot $ajos noteikumos noteikto prasibu ievéroSanu un topografiskas kartes
meéroga 1: 10 000 visparigo prasibu ieverosanu.

30. Regiona darbinieks, kuram dots uzdevums veikt korektiiru, beidzot
darbu, veic ierakstu formulara un iesniedz Regiona vaditajam:

30.1. kartes lapu ar korektiiras piezimém *.dgn datu formata, novietotu
Regiona telpisko datu kratuve;

30.2. kartes lapas tehniskaja lieta ievietotu*.dgn datu formata faila
1zdruku ar parakstu, ta atSifréjumu un datumu.

31. Kartes lapas korektiiras nosacijumi:
31.1. nodroSina parbaudamas kartes lapas digitalo faila kopiju;
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31.2. korekturu veic kartes lapas faila, izveidojot jaunu informacijas
Itmeni — korektiira (ieteicams sarkana krasa);

31.3. fona nem aktualakas ortofotokartes un topografiskas kartes blakus
lapas, faila papildus atver darba logus ar papildmaterialiem (Raster Manager);

31.4. kartes lapu sadala pa apvidus linearajiem objektiem (piemeram,
celiem, upém, gravjiem), kas veido noslegtu konttras nogabalu vai izveido tiklu
ar viena kilometra soli, sadalot 25 kvadratos, kas nodroSina vienveidigu kartes
lapas parbaudi;

31.5. ja kartes lapu sadala 25 kvadratos, péc kartes lapas parbaudes linijas

—-w

dzes.

32. Regiona darbinieks, kuram dots uzdevums veikt korektiiru, veicot
kartes lapas datu parbaudi, salidzina katru att€loto objektu ar ortofotokarti,
uzmanibu pieveérSot vegetacijas, apbiives, saimniecisko un industrialo objektu
att€losanai.

33. Regiona darbinieks, kuram dots uzdevums veikt korektiiru, korektiiras
piezimes norada ne tikai kameralas deSifréSanas klidas, kas ir jalabo pec pirmas
korektiiras, bet ari neskaidras vietas un objektus, kas ir japarbauda lauka
apsekoSana.

VI. Kartes laboSana péc pirmas korektiiras

34. Kartes laboSanu péc pirmas korektiiras veic darbinieks, kur§ veicis
kameralo desifréSanu, saskana ar pirmaja korektiira noraditajam kludam.

35. Darbinieks, kur§ veic kartes laboSanu péc pirmas korekturas, pec
katras kliidas izlaboSanas dzes korektiiras laika noraditas piezimes.

36. LaboSanas procesa beigas darbinieks, kur§ veic kartes laboSanu péc
pirmas korektiiras, iesniedz Regiona vaditajam izlabotu kartes lapu *.dgn datu
formata, novietojot Regiona telpisko datu kratuve, un veic ierakstu formulara.

VII. Lauka apsekoSana
37. Lauka apsekoSanu veic pec pirmas korekttiras kliidu laboSanas.

38. Lauka apsekoSanu veic brigade divu darbinieku sastava.

39. Lauka apsekoSanu veic, ieveérojot Sajos noteikumos noteiktas prasibas
un topografiskas kartes meroga 1: 10 000 visparigas rasibas.

40. Lauka apsekoSana izmanto ar aktualako ortofotokarti savietotu
vektordatu izdruku, kura paradita nepiecieSama informacija (kamerali deSifrétie
dati ar sakartotu toponimikas informaciju, korektiiras atzimes).
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41. Darbinieka, kurs§ veic lauka apsekoSanu, uzdevumi:

41.1. parbaudit kartes lapas satura pilnibu un precizitati atbilstosi Siem
noteikumiem un situacijai apvida;

41.2. precizet objektu nosaukumus;

41.3. uzmerit objektus (veicot piemériSanu ar mérlenti, talmeéru vai
pieejamiem individualajiem meériSanas instrumentiem), kas paradijusSies daba
pec aerofotograféSanas vai nav skaidri redzami ortofotokart€; cela ar grants
segumu braucamas dalas platumu nosaka, mérot cela klatni no nogazes Iidz
nogazei (8. pielikums), tad no iegiita rezultata atnem 1,5 metrus (0,75 ¢cm no
katras cela malas) un aprékina realo cela brauktuves platumu;

41.4. precizet situaciju apvidi atbilstosi regiona kartografijas inzeniera —
eksperta, veicot pirmo korektiiru, uzdotajiem jautajumiem par neskaidrajam
vietam un objektiem;

41.5. veikt atzimes kartes lapas darba izdruka par karté att€loto un
apsekoto objektu atbilstibu esoSajai situacijai apvidi, ieskicet objektus;

41.6. nepiecieSamibas gadijuma veikt apvidus objektu fotografeésanu.

42. Lauka apsekoSanas darba beigas darbinieks, kur§ veic lauka
apsekoSanu, veic ierakstu formulara, izdruku ar precizéto situaciju ievieto kartes
lapas tehniskaja lieta un nodod Regiona vaditajam.

43. Kartes papildinasanu *.dgn datu formata faila pec lauka apsekoSanas
veic darbinieks, kur§ ir veicis kameralo deSifréSanu vai lauka apsekoSanu
saskana ar uzdevumu.

44. Kartografijas inzenieris péc kartes papildinasanas iesniedz Regiona
vaditajam *.dgn failu, kuru novieto Regiona telpisko datu kratuvé un veic
ierakstu formulara.

VIII. Otra korektioira

45. Otro korektiiru veic Regiona darbinieks, kuram dots uzdevums veikt
korektiiru, saskana ar $ajos noteikumos noteiktajam prasibam un topografiskas
kartes méroga 1 : 10 000 visparigajam prasibam.

46. Otras korekturas procesa parbauda:

46.1. labosanu péc pirmas korektiiras, parbaudes procesa izmantojot
pirmas korektiiras kartes lapas izdruku;

46.2. informacijas papildinasanu péc lauka apsekoSanas, nemot vera lauka
apsekoSanas izdruku;

46.3. kartes lapu malu saskanosanu ar blakus kartes lapam.
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47.Ja Regiona darbinicks, kuram dots uzdevums veikt korektiru,
konstate, ka visi iepriekS€jie darba posmi veikti kvalitativi, kartes lapu nodod
Regiona vaditajam, kurs§ iesniedz karti Lielméroga karSu dala redaktirai:

47.1. kartes lapu ar korekturas piezimém *.dgn datu formata novieto
Regiona telpisko datu kratuve un veic ierakstu formulara;

47.2. *.dgn datu formata faila izdruku ar parakstu, ta atSifrejumu un
datumu 1evieto kartes lapas tehniskaja lieta.

48. Ja Regiona darbinieks, kuram dots uzdevums veikt korektiiru,
konstate, ka ieprieks€jie posmi veikti nepilnigi, tad atzimé nepilnibas, ieverojot
So noteikumu 31.punkta min&tos nosacijumus un iesniedz Regiona vaditajam
nodoSanai atkartotai laboSanai.

49. Otra korekttra uzskatama par pabeigtu, ja Regiona darbinieks, kuram
dots uzdevums veikt korekturu, akceptgjis visus klidu labojumus péc otras
korekturas.

IX. Kartes laboSana péc otras korektiiras

50. Kartes laboSanu péc otras korektiiras veic darbinieks, kur§ ir veicis
kameralo deSifréSanu vai lauka apsekoSanu saskana ar uzdevumu, saskana ar
otraja korekttira noraditajam klidam.

51. Veicot kludu laboSanu péc otras korektiiras, darbinieks darba gaita
dz&s korektiira noraditas piezimes.

52. LaboSanas procesa beigas darbinieks, kur§ veic kartes labosanu péc
otras korektiiras, iesniedz Regiona vaditajam izlabotu kartes lapu *.dgn datu
formata, novietojot Regiona telpisko datu kratuve.

53. LaboSana péc otras korektiiras uzskatama par pabeigtu, ja darbinieks,
kurs§ veic korekturu, ir akceptgjis klidu labojumu.

X. Situacijas redaktira

54. Pirms situacijas redaktiiras (redaktiiras) procesa uzsak$anas Regiona
vaditajs novieto Lielmé&roga karSu dalas karSu redaktoram (turpmak — redaktors)
redig€jamo *.dgn failu direktorija, kas nodroSina aktualas informacijas apriti
starp procesa iesaistitajam struktiirvienibam, bet attiecigas kartes lapas tehnisko
lietu ar pavadzimi iesniedz Lielmeroga karSu dalas vaditajam vai redaktoram.

55. Redaktiiru veic saskana ar topografiskas kartes meroga 1: 10 000
visparigajam prasibam un So noteikumu prasibam.

56. Redakttiras merkis ir:
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56.1. nodroSinat kartes kvalitati un informacijas atbilstibu kartes méroga
prasibam un situacijai apvidi;

56.2. nodros$inat viendabigu apvidus situacijas att€losanu karte;

56.3. pienemt léemumus domstarpibu gadijumos, kas saistiti ar apvidus
situacijas att€loSanu kartes sagatavoSanas vai aktualizacijas procesa.

57. Redaktiiru veic divos posmos:
57.1. kartes redaktiira péc kartografijas inzeniera — eksperta saskanojuma;
57.2. kartes redaktiira p&c finalapstrades.

58. Redaktiiras nosacijumi:

58.1. redaktiiru veic datu faila, izveidojot jaunu informacijas Iimeni —
redaktira;

58.2. referencé nem aktualakas ortofotokartes un topografiskas kartes
blakus kartes lapas, faila papildus atver darba logus ar papildmaterialiem
(Raster Manager);

58.3. ka papildmaterialus tiek izmanto lauka apsekoSanas un korektiiras
materialus;

58.4. redaktors no konstatétas klidas vietas kartes lapa izvelk noradi, lai
paraditu, ka kludu jalabo.

59. Ja redaktors konstat€, ka kartes saturs ir att€lots pareizi, karti nodod
Regiona vaditajam topologiskas sakartoSanas veikSanai.

60. Ja redaktors konstaté, ka kartes situacija att€lota neprecizi vai
kltidaini, Regiona vaditajam nodod:

60.1. kartes lapu *.dgn datu formata ar redaktora piezZzimém;

60.2. kartes lapas tehniskaja lieta ievieto *.dgn datu formata faila izdruku
pec redaktiiras ar redaktora parakstu, ta atSifréjumu un datumu.

61. Ja redaktors konstate, ka lauka apsekoSana ir veikta nekvalitativi,
nodod darba uzdevumu Regiona vaditajam atkartotai lauka darbu veikSanai un
kludu laboSanai *.dgn datu formata faila.

62. Situacijas redaktiira uzskatama par pabeigtu, ja redaktors akceptgjis
visus kliidu labojumus pé&c redaktiiras.

63. Redaktors péc situacijas redaktiiras veic ierakstu formulara par darba
pabeigSanu.

64. Kartes laboSanu péc situacijas redakttiras veic darbinieks, kuram

dots uzdevums kartes laboSanai p€c redaktiiras, saskana ar redaktora
noraditajam kladam.
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XI. Topologiska sakartoSana

65. Kvalitativas finalapstrades veikSanai ir nepiecieSama pamatdatu
konttirdaloso objektu topologiska sakartoSana. Tas mérkis ir panakt Itniju rezga
un centroidu atbilstibu daudzstiiru topologiskajam prasibam.

66. Visi topologijas riki darbojas Zoga (fence mode inside) rezima, tapec
pirms jebkuras darbibas grafiskajiem elementiem jaapliek Zogs.

67. Pirms topologiskas sakartoSanas obligati jaizveido pamatdatu faila
rezerves kopija, pievienojot nosaukumam galotni d (xxxx-xxd.dgn). So failu
saglabat [idz bridim, kad kartes lapa tiek pienemta un lieta nodota arhiva.

68. Topologiskas sakartosanas darbu seciba:

68.1. parbauda, vai kads no Eka meéroga objektiem nav linijveida
(linestring vai line) elements. Izveido daudzstirus (shape) ar aizpildijumkrasu
(fill) 0, pec tam izdze€Sot linijveida elementus;

68.2. parbauda, vai visiem Drupas meéroga objektiem ir uzlikts drupu
asociativais paterns;

68.3.ta ka visiem elementiem jabut registrétiem ka objektiem, tad
vispirms javeic objektu atribiitu saiSu vizuala parbaude ar riku Attribute
Masking no Topology Creation paletes;

1AM M2
f;'i Attribute Mas... E]

Mode Features i
Target Al Views hd
10. att.

68.4. varigjot Attribute Masking modi ka Features vai Non-Features, veic
pamatdatu faila grafisko elementu parbaudi;

68.5. elementiem, kuriem neuzradas objektu atribiiti, pieSkir attiecigo
objektu nozimi. Rezultata visiem elementiem jabut atpazistamiem ka objektiem
(feature);

68.6. uzstada tadu aktivo limeni, kurd neatrodas neviens elements.
Pieslédz tikai tos objektus vai objektu limenus, kuri ir kontirdalo$i (skat. 6.
pielikumu). Objektu rezima pieslégSanai var izmantot kontiirdaloSo objektu
grupu failu: Display manager -> Open feature group file -> konturdalosie.fgr
-> Select all -> On -> Update (mode=feature);
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= Display Manager

File List
Open Feature Group File...

L]

it

[ Stiga wirs Bm

[ Saimniecizka obj atdaloda frija
[ Krasta finija pastaviga

[ Krasta finiia nepastaviga

[ Kaontin ierobescjods inia Z
[ Kantbu ierabezojoi3 finja Dz Clear &1
[ Cela ar cieto seguru mala
[ Erauktuve apbivata teritorijs Apply

[ Blivas apbiives kvartdla finiia :‘

Exit

Select Al

[ Autostrades mala Update

[ Autarnad ar cista sequmu mala

Mode: Featwre ¥|  Wiew: 1 7| [ Scale
11. att.

68.7. kad ir pieslegti tikai konttrdaloSie elementi, tad tiem apkart uzliek
zogu (fence mode inside) un, ierakstot komandrinda (key-in) komandu ff=,
izveido pamatdatu faila kopiju. Veidojot nosaukumu, esoSajam failam pievieno
galotni kr (xxxx-xxkr.dgn). Sis fails tiks izmantots aizkrasojuma daudzstiiru un
pattern simbolu informacijas glabaSanai;

68.8. kad kopija ir izveidota, i1zdz€§ kontiirdaloSos elementus no
pamatdatu faila, pirms tam atverot xxxx-xxkr.dgn failu un parliecinoties, vai
kop@sana ir norit€jusi veiksmigi;

68.9. atver izveidoto xxxx-xxkr.dgn failu, kura tiks veiktas. turpmakas
darbibas. Dati péc to topologiskas sakartoSanas tiek iekopé&ti atpakal pamatdatu
faila, bet xxxx-xxKkr.dgn fails tiek izmantots aizkrasojuma daudzstiiru izveidei;

68.10. ar Select By Attributes riku atlasa elementus, kuri ir konttrdalosi,
bet nepaklaujas topologiskajai apstradei: ellipse, arc, B-spline curve. Ar Drop
B-spline curve rikiemtos tos parveido par linestring elementiem;

&) Drop B-spline C... E]

[ Keep Original
Drop Tae LineSting ™
Method! Murber of Points ¥ |

Mumber: | &0
12. att.

68.11. Iinijveida objektu, kas krustojas sava starpa, daliSana segmentos.
Komandu apstiprina, ar peli noklikskinot faila;

Key-in [:I
|fence zegment zelf j ;_LEIJ ‘_%i -
13. att.

68.12. KrustojoSos linijveida objektu daliSana segmentos.
Komandu apstiprina, ar peli noklikskinot faila;
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Key-in D
|fer‘u:e gegrnent splil j ﬁ ‘_%i -
14. att.

68.13. Ar Select By Attributes riku atlasa elementus, kuri ir
kontiirdalosi, bet nepaklaujas topologiskajai apstradei: shape, complex
shape. Ar Drop Element rikiem tos parveido par [linestring
elementiem;

(Be o & % o

E;:Ei Drop Element E] %

Complex

Dimenzionz To Geometny i
Line Strings/Shapes

Multiines

Shared Cells: To Geometry i |
Text

117171«

15. att.

68.14. Drop darbibu rezultata dalai saskelto elementu var pazust objekta
atribiitu saite, tapeéc velreiz javeic 68.4. un 68.5. punktos aprakstitas darbibas;
68.15. dubulto elementu (dublikatu) dzesana.
Komandu apstiprina, ar peli noklikskinot faila;

Key-in |
| fence delete duplicates j ﬁ ‘_%i -
16.att.

68.16. 1zdz€S celu un gravju galus arpus kartes lapas malam un ar1 lapas
ietvaros. Zonu malas saskano ar blakus lapam, pieslédzot blakus karSu lapas ka
paligfailus (references);

68.17. posmos, kur zon&tie celi un brauktuves skerso Krasta [linija
pastaviga, UdensteCu malam nomaina objekta nozimi uz Krasta linija
neredzama;

68.18. Krasta linija neredzama nav konturdaloSs objekts, tapéc pie
turpmakam topologiskajam darbibam to atsledz;

68.19. no Topology Cleanup paletes izvélas riku Find Gaps, pirms tam
apliekot elementiem Zogu, un uzstada 16.att€la redzamos parametrus. Pec
komandas izpildes 62. [iment automatiski iezimésies apli ap atrastajam kladam,;
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"EFind Gaps (=)

ﬁnde Flag Unconnected Endpoints "'|

Tolerance | 5000000

[~ Facetize

LColumns |1
Bows |1

v wiite Flags
Lewvel | Level B2 j
Color !

weight

Flag Radius | 12 000000
17. att.

w

68.20. ar Modify riku palidzibu izlabo visas atzimétas kliidas;

il SR G s ' AL il S
18. att.

68.21. 1zdze§ klidu aplus, 68.11., 68.12. un 68.19. punktos aprakstitas
darbibas atkarto tik ilgi, kamér netiek uzradita neviena kluda;

68.22. no Topology Cleanup paletes izv€las riku Find dangles, pirms tam
apliekot elementiem Zogu, un uzstada 18.att€la redzamos parametrus. Pec
komandas izpildes 62. [iment automatiski iezimésies apli ap atrastajam kladam,;

F2 Find Dangles |- |
Mode Flag

W “frite Flags
Lewvel | Level B2 j
Color !
Weight bl
Flag Radius [12.000000

19. att.

68.23. ar Modify riku palidzibu izlabo visas atzimétas kliidas;

68.24. 1zdze§ kludu aplus, atkarto 68.12., 68.13. un 68.23.punktos
aprakstitas darbibas tik ilgi, kamér netiek uzradita neviena kliida;

68.25.n0 68.12. lidz 68.24. punktam aprakstitajas darbibas vé&lams
izmantot paleti topo10->Finalapstrade->Topologiska tirisana;

[l e L
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20. att.

68.26. laukumos, kuros triikkst centroidu, saliek sekojoSus, pieméram:
tidenstilpném un gravjiem (centroids Udens);
celiem un brauktuveém (centroids celS grants segums,
centroidsCels ciets segums, centroids Brauktuve);
viensétu apbiivei (centroids Viensétu apbiuive);
pargjam zemém (centroids Paréjas zemes).
Centroidu salikSanai var izmantot paleti Topenel 0->Finalapstrade->Centroidi;

ud, pon: SCT. 565 UZL EAT <3> |:| =
Scs, 568 UZC AT,

21. att.

68.27. pedeja un vissvarigaka parbaude, kura noskaidrojas, vai datu kopa
atbilst sakartotas topologijas prasibam, ir datu topologiskas kvalitates parbaude.
To veic ar riku Validate topology no Topology Creation paletes. Tiek uzstaditi
sekojosi aktivie atribiiti: Level = 62, Color = 203(sarkans), Weight = 2, Style =
0.

FE Mgl & =1
22. att.

S rika darbibas rezultati paradas rezultatu loga.
Topologija ir sekmigi uzbuivéta tad, ja Cetras pazinojumu rindinas parada
rezultatu 0.
Klidu gadijuma uzrakstiem ir sekojoSa nozime:
multA - vienam centroidam atbilst vairaki poligoni;
multC - vienam poligonam ir vairaki centroidi;
noA - centroidam neatbilst neviens poligons;
noC — poligona neatrodas neviens centroids;
unuB - lieks grafikas elements, kur§ neietilpst neviena poligona.
68.28. atzimétas kludas izlabo un atkarto Validate topology 1idz klidas
netiek uzraditas.

69. Topografiskas kartes meroga 1:10000 linearo objektu asu
topologiskas apstrades seciba:
69.1. lai visas celu u.c. linearo objektu asis pieslégtu vienlaicigi, datu
értakai apstradei izveido grupu failus:
Celu_asis.fgr.;
Ud asis.fgr.;
Settings/Display Manager/open feature group file. (Mode: feature).
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69.2. lietojot grupu failus (*.fgr), jalieto select all/on/apply/update, un,
beidzot lietot vai parejot Itmenu (level) rezima, jalieto select
all/off/apply/update;

(20

File  List
Categom Feature
OBJEETI [ #izsargdambis mErog3 - On
Patemi [] &izsargdambis valnis virs © O
Reliefs [ Aizsargdambis valnis zem =
Robefas un nodo; | [ AizsargSjamas teritarias o
Uzraksti [ Aka urbums Select Al
[aeodEzizkie punk [ skmens klintz Clear all
[ Apaugums
[ Atsevigks koks bez orient Apply
[ &tsevisks kiims Undat
[ stsevizks lapu koks —paate
[ atsevizks skujkoks ﬂ

Mode: Feature ¥ Wiew: 1 ¥ [ Gecale

Open Feature Group File

Directories:

...\Bentley Program'MicroStation',

caurulvads. fgr = Cs |
celu_asizfor [ Pragram Files
dzelzceli for [ Bertley
ellinija. far [ Program
sliezLi For = MicraStation
trar. fiar 23 config
23 database
£ docs
27 Featurebdodeling
23 jdl —
3 mdl L
23 mdlapps -
Cancel
List Files of Type: Dirives: Q
*fgr - | El= ]| Help
23. att.

24. att. Transporta liniju tikls

69.3. transporta tiklam ir javeido vienots - noslégts tikls. kas nozimé, ka
atseviski (izol€ti) celi nav pielaujami. Lai to panaktu, celu asim jabiit saistitam
gan savstarp€ji, gan ar mazakas nozimes celiem, kas tiek att€loti ar vienu lmiju
(24. attels).
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69.4. celu asis nedrikst beigties pie cela malas Iinijas, ka paradits
25. att€la, tam jabiit savstarp€ji savienotam (snap) jau zimeéSanas procesa (24.
attels).

25. att.

69.5. lai parbauditu un izlabotu celu asu atbilstibu topologijas prasibam:
69.5.1. piesledz failu celu_asis.fgr;
69.5.2. apliek zogu (fence);
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Fence Mode:  [nzide bl

|fenu:e zegment zelf j ;ﬂj l?a -

26. att.

69.5.3. Key in loga ieraksta komandu: fence segment self, ar peles kreiso
taustinu komandu apstiprina zoga;
69.5.4. Key in loga ieraksta komandu: fence segment split, ar peles kreiso
taustinu komandu apstiprina Zoga;
69.5.5.no Topology cleanup paletes izvelas Find gaps, ar peles kreiso
taustinu komandu apstiprina Zoga;

Topology Cleanup

& Find Gaps E|:

Mode Flag Unconnected Endpoints v|

Tolerance | 1.000000

[~ Eacehize

Colurmns |1
Bows |1

[v ‘wiite Flags
Level | Level B3 ﬂ
Color J
Wigight — e———
Flag Radiuz | 12.000000

27. att.

69.5.6. izlabo atzimétas kludas, kuras attiecas uz liniju savienojumu
vietam un krustpunktiem. Ignore atzimétas kliidas uz liniju galiem (28. att€ls);

69.5.7. ar edit/select by attribute atlasa visus atlikuSos aplus uz lmiju
galiem. Jakonstate, cik aplu ir atrasts.
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28. att.

69.5.8. darbibas, kas aprakstitas 79.5.3. — 79.5.7. punktos, atkarto tik ilgi,
kamér netiek uzradita neviena topologiska kluda (aplu skaits sakrit ar ieprieks
atlasitajiem), bet kas attiecas uz liniju savienojumu vietam un krustpunktiem,
liekos aplus 1zdzgs;

69.6. ar1 hidrografiskajam tiklam ir javeido vienots - noslégts tikls (29.,

30. attels);
Udenste¢u iedomatajam asim (projekta - adenspliismas ass) kopa ar idenstecém,
kas tiek att€lotas ar vienu liniju, ir javeido vienots - noslégts tikls, kas ietver ar1
iedomatas asis tUdenstecés méroga un udenstilpés. Udensteces iedomata ass
tdenstilpé tiek zimé&ta tikai tada gadijuma, ja $1 Gidenstilpe reali savieno divas
udensteces. Jura iedomatas asis zimetas netiek.

69.7. lai izvairitos no nevajadzigiem datiem un saglabatu topologisko
saskanu, jaievéro §adi noteikumi:

69.7.1. Udenspliismas asis nevajag zimét katra udenstilpe, it Tpasi
gadijuma, ja Udenstilpe nesavieno 2 atseviSkas udensteces, pieméram, ja
kanalam 1r vairaki atzari, iedomatas asis nevajag pievienot katram no tiem vai
ar1 gadijuma, ja upe ietek ezera, bet no ta neiztek;

69.7.2. idenspliismas asis nedrikst Skérsot tdensteces meroga vai
tdenstilpes krasta Itniju (29.attels)

§

1

Paskaidrojumi 29. attélam:
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1. Udenspliismas asis ezera.
2. Udenspliismas asis upju satekas.
3. Jaezers ir iidensteces iztekas vieta, tad asis $aja ezera nav jazime.

30. att.

Paskaidrojumi 30. att€lam:
1. Udensteces izziidoSais posms.
2. Udenspliismas ass idenstecé méroga.
3. Udenspliismas ass ezera.
4. Udenspliismas asis upju pietekas, ja pieteka ir tidenstece méroga.

69.7.3. Gidenspliismas asis zimé ka fidenstecu turpinadjumu tdenstilpé vai
tidenstec€ méroga. Ja jasavieno tidenstece, kas tiek att€lota ka viena linija, ar
zonétu tdensteci, tad §is Udensteces liniju turpina lidz zongtas tidensteces asij
(31. attels);

69.7.4. ja udenstilpé vai udenstecé méroga atrodas viena vai vairakas
salas, iedomatas asis tiek zimétas ka udensteCu turpindjumi, izvéloties
tdensteces un salas konfiguracijai pielagotu Iiniju, kas savieno ieteko$as un
iztekoSas tidensteces, veidojot hidrografisko tiklu (idenspliismas ass tiek zimé&ta
salai pa vienu vai otru pusi, neveidojot aplveida Imiju ap salu);

69.7.5. izpémuma gadijumi ir tad, kad Gidenstecé meéroga atrodas viena vai
vairakas salas, kas sadala tdensteci divas vai vairakas plismas (katrai
fidenstecei ir savs nosaukums). Sados gadijumos fidenspliismas ass tiek ziméta
katrai ar salu nodalitajai tidenstecei;
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31. att.

69.8. udenstecu asis zime visam udenstec€m, ieskaitot tas, kuram zimé,
nevis generé abas krasta Iinijas. To var panakt, izm&rot aptuveno attalumu starp
tdensteces malam, katrai no malam atseviski uzgenerét zonu (kada briva
limeni), uzzim& aptuveno ddensteces asi starp uzgenerétajam zonam,
nepretend€jot uz absollitu precizitati, bet saglabajot galvenos upes pagriezienu
punktus. Uzgenerétas zonas izdzgs;

69.9. piesledz failu (ud asis.fgr).un izpilda 69.5.3. — 69.5.7.punktos
aprakstitas darbibas.

70. Topologiski sakartotus datus no xxxx-xxkr.dgn faila iekopé
pamatdatu faila.
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71. Noslégtu daudzstiiru (poligonu) izveidosana:

71.1. teksta centroidu ielade datubaze;
Izvelas Database->Database Text Manager, talak Table = ZLV, Column =
ZLV, Insert un apstiprina, ar peli noklikskinot zimgjumfaila.

FE Text Manager E] “
e ] gein | updse | seleat |
Tahle [ZLY Browse...
Calumn [ zlv Browse...

W LseFence

32.att.

71.2. daudzstiiru (poligonu) generésana;
Poligonu izveidoSanai lieto riku Utillities -> Topology Analysis, uzstadot
33.attela redzamos parametrus.
Create - datora atmina tiek izveidots topologijas slanis.
Parbauda izveidotos poligonus ar Display, 1zspidinot tos uz ekrana.
Add — ievieto poligonus zZim&jumfaila.

i
File Owerlay Utilities | Settings
Mame IT Query Lists
= Create
IT Consider Holes _—l
|T Process Shapes Delete |
Dizplap |
Add
Mame: | zhv Area |
— S0L Statement
Buery Builder Load Fromn Query Builder I
Mude Shapez I
Shapes
[Level 62 |
Border _I
Bl _| = Ei
Wwieight "I
Shyle "’I
33. att.
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72. Darba rezultats ir topologiski sakartota vektordatu informacija *.dgn
datu formata faila un ieraksts formulara.

XII. Datu kvalitates parbaude péc topologiskas sakartoSanas

73. Datu kvalitates parbaudi p&c topologiskas sakartoSanas veic ar
programmatiiras Microstation Geographics palidzibu.

74. Datu kvalitates parbaudi veic darbinieks, kur§ veicis topologisko
sakartoSanu vai kuram dots uzdevums datu kvalitates parbaudei péc
topologiskas sakartoSanas, saskana ar topografiskas kartes méroga 1: 10 000
visparigajam prasibam un So noteikumu prasibam, parbaudot informacijas
tehnisko atbilstibu.

75. Ja visi topologiskas sakarto$anas nosacijumi ir izpilditi, darbinieks,
kur$ veic datu kvalitates parbaudi p&c topologiskas sakartosanas, nodod *.dgn
datu formata failu Regiona vaditadjam novietoSanai Regiona telpisko datu
kratuve vai vizualizacijai.

76. Ja topologiskas sakarto$anas nosacijumi nav izpilditi, darbinieks, kur$
veic datu kvalitates parbaudi péc topologiskas sakartoSanas, veic labojumus un
pcc labojumiem *.dgn datu formata failu nodod Regiona vaditajam nodoSanai
kartes vizualizacijai.

XIII. Kartes vizualizacija

77. Uzsakot kartes lapas datu vizualizaciju, izveido jaunu aizkrasojuma
failu kartei xxxx-xx_kr c.dgn.

78. Poligonu  vizualizé€Sanai izmanto riku  Database->Thematic
resymbolization. No dialogloga Thematic resymbolization -> File->Open
izvelas resimbolizacijas failu z/v.thm, kura ir nodefin€ts objektu vizualais
izskats.

79. Vizualizacijas nosacijumi:

gThematic Resymbolization -10] x|
File Edit Settings
At | Tahle: ZLw Elements:  Fence 'I
— Hesultd  » Display Orly
Add '-IS j - Achion — LCurrent File

Hew File

Auglu darzs
Change | Dguliz
¥.apzEta ar apmesojun

Delete | Jaunaudze |

Go | Legend |

34. att.
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79.1. sakotn€ji uzstada Sadus parametrus: Results = Display Only, tad Go
un apstiprina, ar peli ieklikskinot faila. Display only rezims paredzéts, lai vizuali
parliecinatos par darbibas sekmigu izpildi, izspidinot vizualiz€tos daudzstiirus
tikai uz ekrana, neizmainot tos zime&jumfaila;

79.2. ja rezultats ir pozitivs (uz ekrana vizualiz€jas aizkrasoti laukumi),
tad parsledz Results uz Current File, tad Go apstiprina ar peli, ieklikskinot
zim&jumfaila;

79.3. pievieno katram poligonu slanim attiecigo objekta nozimi
(pieméram, slanim poligons Mezs pieSkir attiecigo objekta nozimi feature
poligons Mezs utt.). Lidz ar to visi aizkrasojuma poligoni ir ka pilnvertigi
objekti (features);

79.4. Caurejama purva (vai meldraja tideni, s€kla) daudzstiiru izveide;

79.4.1. caurejama purva daudzstiri tiek veidoti aizkrasojuma faila,
izmantojot sekojoSus objektus no pamatdatu faila:

Kontiiru ierobezojosa linija S

centroids_Caurejams_purvs

Lapas robeza

79.4.2. pieskir izveidotajiem daudzstiiriem objekta nozimi
poligons Caurejams _purvs.

79.5. daudzstiiru vizualizacijai izmanto simbolus (pattern). To veic,
pieslédzot simboliz€jamos daudzstiiru slanus pa vienam, ieziméjot (select) visus
attieciga slana objektus un izpildot attiecigo pattern darbibu no Topol0 pattern
paletes. Veicot vizualizaciju, nav pielaujama poligonu izdz€Sana;

o+t L | G R LR [T T =
+++{{ L :f'x‘:"n.-'-TTTT W :,:ﬂr,r" | =

79.6. gatava aizkrasojuma faila glabajas tikai noslégti daudzstiiri un
pattern simbolu objekti. Kad aizkrasojuma fails ir gatavs, no ta izdz€§ visus
Iinijveida un teksta centroidu objektus;

79.7. ja karti nepiecieSams izdrukat, pirms tam failus sakarto §ada seciba:
aizkrasojuma fails xxxx-xx.kr
pamatfails xxxx-xx
tdenstecu un celu laukumi, patterni virs tidens xxxx-xx.kri
pamatfails bez idenstecu un celu astm xxxx-xxi.

80. Vizualizacijas darba rezultats ir vizualizéta karte ar aizkrasojuma

failu, kuru darbienieks, kura veic vizualizaciju, nodod Regiona vaditajam
novietosanai Regiona telpisko datu kratuve.
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XIV. Vizualizacijas redaktira

81. Vizualizacijas redaktiru redaktors veic saskana ar topografiskas
kartes méroga 1:10 000 visparigajam prasibam un Sajos noteikumos noteiktajam
prasibam.

82. Redaktors veic kartes prasibam nepiecieSamas informacijas
att€loSanas, aizkrasojuma un vizualizacijas parbaudi.

83. Ja redaktors konstaté, ka kartes vizualizacija veikta neprecizi vai
kltdaini, tad iesniedz Regiona vaditajam vizualizacijas laboSanai:

83.1. kartes lapu *.dgn formata ar piezimém;

83.2. kartes lapas tehniskaja lieta ievietotu *.dgn datu formata faila
izdruku ar parakstu, ta atSifréjumu un datumu.

84. Ja redaktors konstate, ka kartes vizualizacija veikta bez kludam,
kartes *.dgn datu formata failu iesniedz Lielméroga karSu dalas kartografijas
inZenierim - ekspertam (turpmak — Lielméroga karSu dalas kartografijas
inZenieris - eksperts) datu kontrolei.

85. Kartes laboSanu péc vizualizacijas redaktiras veic darbinieks, kurs
veicis vizualizaciju, saskana ar redaktora noraditajam kltidam.

XYV. Datu kontrole

86. Pec vizualizacijas redaktiras labojumu pienemSanas redaktors *.dgn
datu formata failus iesniedz Lielm@roga karSu dalas kartografijas inZenierim —
ekspertam digitalo datu kontrolei.

87. Lielmeroga karSu dalas kartografijas inZenieris — eksperts digitalo
datu tehnisko parbaudi veic saskana ar topografiskas kartes méroga 1:10 000
visaparigajam prasibam un Sajos noteikumos noteiktajam prasibam, veicot
darbibas noteikta seciba:

87.1. limenu tabula Level Display parbauda, vai ieraksti atbilst projekta
,topo10” objektu sarakstam (3. pielikums);

87.2. ar paletes Select by Attributes palidzibu konstate, vai datu faila ir
sekojosi Iiniju tipi: arc, B-spline, B-spline surface, complex shape, complex
string, curve, elipse un text nodes,

87.3. elementu tipus Complex shape, complex string parveido par line
string, ar paletes ,.,group” riku ,,drop”, sasSkelot Iinijas; Arc, B-spline, B-spline
surface, curve, elipse elementus parveido par line string liniju tipu ar paletes
wmodify curves” riku ,,drop B-spline curve”, vispirms noradot nepiecieSamo
virsotnu skaitu, lai nemainitos objekta vizualais izskats;

87.4. atseviski parbauda katru Itmeni (Level), vai taja neatrodas
neatbilstosi objekti;
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87.5. katra Itmeni ar Microstation Station paletes ,,Main” riku ,,Element
Selection” iezim€ visus objektus un ar ,,Primary tools” paletes riku ,,Eelement
information” parbauda, vai Iimena elementi atbilst projekta ,,topol0” objektu
geometriskajam tipam un atribiitiem. Parbauda, vai ir veikta topologija
udensteces asim, celu asim un konttrdaloSajiem objektiem;

87.6.1la1 saskanotu kartes lapu malas, ka referencfailus pievieno
parbaudamai lapai blakus esoSo nepiecieSamo lapu pamatfailus un krasu failus;

87.7. ja nepiecieSams izvertét, kura kartes lapa precizak att€loti objekti,
kas izvietojas ar1 blakus kartes lapas, izmanto ortofotokartes;

87.8. ar paletes ,,Topology Creation” rika ,, Attribute Masking” palidzibu
parbauda, vai objektiem datu faila ir objekta nozime (feature);

87.9. ar paletes ,,Design File Cleanup” tika ,,Duplicates” palidzibu
parbauda dublikatu esamibu faila, un, ja tadi tiek konstatéti, ar darbibu ,,Delete”
tos dzes;

87.10. parbauda, vai ir atvienoti visi datu faila referencfaili un rastra
referencfaili;

87.11. krasu faila izpilda darbibas, kas tiek veiktas ar1 pamatfaila un
minétas 87.1., 87.4., 87.8., 87.9., 87.10. punktos;

87.12. krasu faila parbauda, vai kontiras, kuras tiek aizpilditas ar
specialiem simboliem (Pattern), ir vismaz viens pilns pattern simbols; Ja
simbola kontiira nav, tad to ievieto;

87.13. parbauda, vai centroidu un poligonu skaits ir vienads.

88. Pirms labojumu veikSanas péc redakturas karti ar Lielméroga karSu
dalas kartografijas — inZzeniera eksperta noraditajam kliidam izdruka.

89. Gan pamatfaila, gan krasu faila labojumus, kas nav darbietilpigi, veic
Lielmeroga karSu dalas kartografijas inZenieris — eksperts, bet, ja darba apjoms
ir ieverojams, failu *.dgn datu formata ar noradém iesniedz Regiona vaditajam.

90. Lielméroga karSu dalas kartografijas inZenieris — eksperts péc datu
kontroles veic ierakstu formulara par darba izpildi.

91. Kartes laboSana péc datu kontroles:

91.1. labosanu péc datu kontroles veic Regiona darbinieks, kuram dots
uzdevums katres laboSanai p&c datu kontroles saskana ar Lielm&roga karsSu dalas
kartografijas inzeniera — eksperta noraditajam klidam;

91.2. Regiona darbinieks datus sanpem (failu *.dgn formata ar
noradijumiem k]adu laboSanai) un nodod (izlabotu failu *.dgn formata) Regiona
nodalas vaditajam;

91.3. Regiona vaditajs izlaboto failu stta Lielm&roga karSu dalas
kartografijas inZenierim — ekspertam labojumu pienemsanai.
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XVI. Finalredaktura

92. Redaktors sanem no Lielm&roga karSu dalas kartografijas inZzeniera —
eksperta datu kontrol€ pienemtos *.dgn failus.

92. Redaktors parbauda kartes saturu digitali un izdruka pienemto kartes
lapu, kura uzliek atzimi “pienemts”. Datu izdruka tiek pievienota kartes lapas
tehniskajai lietai.

93. Gan digitala, gan izdrukata veida pienemta kartes lapa tiek uzskatita
par galigo versiju un nav labojama vai papildinama bez galvena redaktora
saskanojuma.

94. Redaktors digitala veida pienemto kartes lapu nodod Geoinformacijas
sist€tmu un informaciju tehnologiju departamenta Telpisko datu administréSanas
un kontroles nodalai (turpmak - Telpisko datu administréSanas un kontroles
nodala).

95. Redaktors ieraksta formulara informaciju par kartes lapas pienemsanu
pec finalredaktiiras.

XVII. Datu pienemsana

96. Datu pienemsanu veic Telpisko datu administréSanas un kontroles
nodalas specialisti.

97. Lielméroga karSu dalas vaditajs nodod Telpisko datu administréSanas
un kontroles nodalas vaditajam kartes lapas tehnisko lietu ar kartes lapas
izdrukam. Kartes lapas digitalie dati *.dgn datu formata ir pieejami direktorija,
kas nodroSina aktudlas informacijas apriti starp procesa iesaistitajam
struktiirvienibam.

98. Telpisko datu administréSanas un kontroles nodalas specialists
parbauda datus saskana ar topografiskas kartes méroga 1:10 000 visparigajam
prasibam un $ajos noteikumos noteiktajam prasibam.

99. Telpisko datu administréSanas un kontroles nodalas specialists, veicot
datu parbaudi, pienem lémumu atkariba no kliidu daudzuma un veida:

99.1. nelielu skaitu tehnisko klidu izlabo Telpisko datu administréSanas
un kontroles nodala, veicot informativas piezimes datu pienemsanas izdruka;

99.2. konstatgjot ieverojamu daudzumu tehnisko kladu, Telpisko datu
administréSanas un kontroles nodalas specialists nodod datu pienemsSanas
izdruku ar noraditajam klidam Lielméroga karSu dalas kartografijas inZenierim
— ekspertam atkartotas datu kontroles veikSanai;
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99.3. gadijumos, kad Telpisko datu administréSanas un kontroles nodala
konstaté satura kliidas, to laboSanu akcepté Lielméroga karSu dalas galvenais
redaktors ar savu parakstu datu kontroles izdruka, kura §is kliidas ir noraditas.

100. Datu pienemSana uzskatama par pabeigtu, ja Telpisko datu
administréSanas un kontroles nodala digitalie dati *.dgn datu formata ir atziti par
atbilstoSiem normativajiem aktiem.

101. Telpisko datu administréSanas un kontroles nodalas specialists veic
ierakstu elektroniskaja formulara par datu pienemsanas darba pabeigSanu.

102. Péc datu pienemsSanas Telpisko datu administréSanas un kontroles
nodalas vaditajs nodod Lielméroga karSu dalas vaditajam kartes tehnisko lietu.

103. Kartes labosana péc datu pienemsSanas:

103.1. labosanu pé&c datu pienemsanas veic Regiona darbinieks saskana ar
Lielméroga karSu dalas kartografijas inzeniera — eksperta noradijumiem kliadu
laboSanai, kurus tas ir sanémis no Telpisko datu administréSanas un kontroles
nodalas;

103.2. Regiona darbinieks, kuram dots uzdevums katres laboSanai péc
datu piepemsSanas datus sanem (failu *.dgn formata ar noradijumiem klidu
laboSanai) un nodod (izlabotu failu *.dgn formata) Regiona nodalas vaditajam;

103.3. Regiona vaditajs izlabotos datus novieto direktorija, kas nodroSina
aktualas informacijas apriti starp procesa iesaistitajam struktiirvienibam,;

103.4. Regiona vaditajs izlaboto failu siita Telpisko datu administréSanas
un kontroles nodalai labojumu pienemsanai.

XVIIL Datu ievietoSana gatavas produkcijas direktorija, datu
konvertesana ESRI ArcGIS formata, konvertéto datu topologija, kliidu
analize un datu laboSana, ielade centralaja datubaze

104. Telpisko datu administréSanas un kontroles nodalas specialists
novieto kartes lapas digitalos datus *.dgn datu formata direktorija
\Produkti\Topo 10\DGN\...(serveri) un veic ierakstu datu slana ,topol0
parskats” datu lauku ,,3 dat kont” vai datu lauku ,,3 dat kl”.

105. Datu konvertéSanu ESRI ArcGIS formata veic Telpisko datu
administréSanas un kontroles nodalas geoinformatikas inzenieris (turpmak-
geoinformatikas inzenieris) saskana ar $adiem nosacijumiem:

105.1. no gatavas produkcijas direktorijas Produkti on
'Kety'\Topo 10\DGN\... atlasa Telpisko datu administréSanas un kontroles
nodalas pienemtos DGN failus (katras karSu lapas pamatfailu un krasu failu) un
iekope datora cietaja diska izveidotaja vietn€ Inter Topol0\dgn,

105.2. atver vienu nejausi izvéletu DGN failu, pieslédz topol0 projektu,
komandai ‘Batch Process’ norada komandas failu ‘siksma 312.txt’ (procesa
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uzdevuma norada visus atlasitos konvert€§jamos DGN failus). Izmantojot So
komandu, tiek parbauditas un sakartotas objektu saites, dz€stas Iinijas ar ‘0’
garumu, dz€sti paterni;

105.3. centralaja datubazeé (turpmak- CDB) datu kopa GIS.Topol0 v3
1zdze$ konvertgjamo kartes lapu datu iepriek$ejo versiju;

105.4. ArcCatalog atver izveidoto datu konvert€Sanas Interoperability
‘Topol0 v3 ar centr T° un Edit rezima ieraksta jaunveidojamas personalas
geodatubazes (turpmak- GeoDB) nosaukumu;

¢ Edit Published Parameter

Outpuk Staging Geodatabase | SRRl | EREE N T ] E]
T
36. att.

105.5. ar komandu Run translation iedarbina konvertéSanas procesu -
centroidi automatiski tiek ieladéti CDB anotaciju slani ‘centr T°, pargjie dati
tiek nosiititi uz jaunizveidoto personalo GeoDB;

105.6. atver izveidoto GeoDB un parbauda datus, kas nonakusi
UNLINKED slanos (piemé&ram, teksti);

105.7. izveidotaja personalaja GeoDB izveido datu kopu (Dataset) un uz
to parvieto konvertetos datu slanus;

105.8. modeltr ‘Labot Geometriju v3’ norada izveidotas GeoDB Iliniju un
poligonu datu slanus; iedarbinot modeli, labo So slanu geometriju.

106. Geoinformatikas inZenieris veic GeoDB datu slanu topologiju péc
Sadiem nosacijumiem:
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Topology Properties E|E| Topology Properties E|E|

General | Featuie Classes  Rules ]EHOIS | General | Featuie Classes  Rules ]EHOIS |
Feature Class | Rule | Feature Class Feature Class | Rule | Feature Class  »
terra_L IMust Not Cwerlap hidro_L Must Not Self-Cwverlap
roadax_L IMust Not Cwerlap road_L Must Not Self-Cwverlap
hidra_L Must Not Cverlap build_L Must Not Self-Crverlap
road_L Must Mot Overlap Add Rule.... Flora_L Must Mot Self-Creerlap Add Rule...
build_L Must Not Cverlap bridge_L Must Not Self-Crverlap
Flora_L IMust Not Cverlap hidrax_L IMust Not Self-Crwverlap
bridge_L IMust Not Cverlap rail_L IMust Not Self-Crwverlap
hidrax_L IMust Not Cverlap Remave Al terra_L IMust Not Self-Inker ... Remave &l
rail_L IMust Not Cverlap roadax_L IMust Not Self-Inker ...
object_a Must Mot Overlap hidro_L Must Mot Self-Inker,..
landus_aA Must Mot Overlap road_L Must Mot Self-Inker,..
swamp_A Must Mot Overlap build_L Must Mot Self-Inker,..
build_A Must Mot Overlap Flora_L Must Mot Self-Inter,..
hidro_a Must Mot Overlap Save Rules.., bridge_L Must Mot Self-Inter,.. Save Rules..
road_A Must Mot Overlap hidrax_L Must Mot Self-Inter,..
Flora_L Must Mot Overlap ... road_L rail_L Must Mot Self-Inter,..
terra_L Must Mot Self-Cwverlap object_& Must Mot Overlap ... Swamp_i
roadax_L Must Mot Self-Cwverlap object_& Must Mot Overlap ... hidro_&
hidro_L Must Mot Self-Cverlap v object_a Must Mot Overlap ... road_a w
< > < >
oK | Cancel | | oK Cancel
Topology Properties Elgl
General] Feature Classes  Rules ]EHOIS }
Feature Class | Rule | Feature Class 4
road_L IMusk Mot Self-Inker...
build_L IMusk Mot Self-Inker...
flora_L IMusk Mot Self-Inker...
bridge_L Must Mot Self-Inker... Add Ruls...
hidrax_L IMust Mot Self-Inker,..
rail_L IMust Mot Self-Inker,..
object_A Iust Mot Cverlap ... EE
object_A Iusk Mot Cwerlap ... hidro_a Remove Al
object_A Iusk Mot Cwerlap ... road_A
landus_a IMust Not Cwerlap ... build_a
landus_a IMust Not Cwerlap ... hidro_a
landus_a IMust Not Cwerlap ... road_A Load Rules. ..
swamp_A IMust Not Cwerlap ... build_a
swamp_A IMust Not Cwerlap ... road_A Sopm ElEg.0
build_a IMust Not Cwerlap ... hidro_a
build_a IMust Not Cwerlap ... road_A
hidra_# IMust Not Cwverlap ... road_A
hidra_# Boundary Must Be ... hidra_L
raad_A Boundary Must Be ... road_L v
< >
(n]4 | Cancel |
37. att.
106.1. izmantojot komandu Validate, parbauda datu atbilstibu

defingtajiem uzstadijumiem un tiek atlasitas kludas (Error);

106.2. izmantojot ArcMap, veic konstateto kladu analizi un laboSanu
(pieméram, dati savstarpgji parklajas, linijas nesakrit ar poligonu malam,
dubultie objekti, linijas veido cilpas u.c.).

107. Geoinformatikas inZenieris, izmantojot ArcCatalog, katra slana datus
ar komandas Load palidzibu ieladeé CDB. Kartes datu bazes struktiira noteikta So
noteikumu 4.pielikuma.
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ol ArcCatalog - Arcinfo - Database ConnectionsiGIS.sdedGIS. Topo10_¥34GIS. bound_|

Eile Edit View Go Tools Window Help
@ G x B Aaad
Location: |Datahase ConnectionsG15.edetG15. Topol0_w34GI5.bound_L j Styleshest:

* | Contents 1 Prawewl Matadala]
~

+- 5} G5, Topol0

=5 GIS.Topol0_v3 Name:  GIS.bound_L
=] i ' T SDE Feature Class
gi:‘;x:z Copy ChrlZ
GIS.bridge ¥ Delete
[=] GI5.bridge
Gsbuid FoEDE F2
GIS.build_ Analyze, ..
[ GI5.build_
El GIS.centr, Create Layer,.,
GIS.elev_
[®] GI5.elev_
GIS.Flora_
[=] GIs.Flora_
= a5 oeod T
IS hidra:
IS hidra,
IS hidra,
[=] GI5.hidra,
% gg::ﬁs Properties. ..
[®&] GIs.hp_T
GIS.landus_A
GIS.M5_L
El GIS.name_T
GI5.objerct_a
GIS.rail_L
GIS.road_a
GIS.road_L
& als.road P
GIS.roadax_L

Export b | &IS.bound L

@b Load ¥ML Recordset Document, .,

GIS, swamp_a
GIS.kerra_L
=] cIs.terra_p
[
£ >

Load data into this Feature class or table

38. att.

108. Péc datu ielades CDB visiem punktveida objektiem ar Field
Calculator palidzibu datu lauka ‘IGDS ROTATION’ rotacijas lenki (0°- 360°)
datu lauka ‘IGDS_ROT’ parrékina rotacijas lenk (—180° - +180°).

109. CDB datu slana GIS.Topol0 ramis_TKS datu lauka ‘V3 DATUMS’
katrai kartes lapai ieraksta datu ielades datumu un datu lauka ‘CIKLS 3’ datu
sagatavoSanas gadu.

110. Péc datu iclades CDB geoinformatikas inzenieris veic atbilstosu
ierakstu formulara sadala ,,Datu ievietoSana geodatubaze”.

111. Geoinformatikas inzenieris datu konvertéSanu ArcGIS formata un
ieladi CDB veic 10 darba dienu laika péc datu sanemsanas.

112. Geoinformatikas inzenieris periodiski (ne retak ka reizi ceturksni)
veic datu eksportu no CDB uz Produkti on 'Kety'\Topo 10\4rcGIS\... ArcGIS
failu un/vai GeoDB formata.

113. Geoinformatikas inZenieris veic anotaciju konvertéSana ESRI
ArcGIS personalas geodatubazes formata pa anotaciju klasem un ieladi CDB
pec sadiem nosacijumiem:

113.1. no direktorijas Produkti on 'Kety'\Topo 10\DGN\3_izdevums)...
atlasa visus 3. cikla DGN pamatfailus un no Produkti on
'Kety'\Topo 10\DGN\2izd uz 3izd iztriikkstoSos no 2. uz 3. ciklu konvertétos
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DGN pamatfailus ta, lai kopa butu pilns Latvijas teritorijas karSu lapu
parklajums; visus failus iekope vietn€ Inter Topo10\dgn;

113.2. ar komandas Rename palidzibu novienado failu nosaukumus;

113.3. izmantojot anotaciju konverteésanas modeli
‘Topol0Oannobezbasename’, veic anotaciju konvertaciju saskana ar instrukciju
Topografiskas kartes M 1:10 000 anotaciju slanu ‘name T° un ‘hidro T°
konverteéSanas noradijumi (9. pielikums);

113.4. konvertacijas rezultata uz datora cieta diska izveidotaja failu
GeoDB C:\Inter topolO\topol(0 anno.gdb tiek izveidoti divi anotaciju slani
‘hidro T 8 un ‘name T 8’ ; Siem izveidotajiem anotaciju slaniem nomaina
nosaukumu atbilstosi to nosaukumam CDB;

113.5. izmantojot ArcToolbox riku Data Management Tools — Fields —
Delete Field anotaciju slanu atribiitu tabula izdzes liekos datu laukus, atstajot

tikai ar dzeltenu un zalu iekrasotos datu laukus (39.attéls);

Input Table
ItEkSh ! Input Table
» Drop Field Iteksti

E;z::;:;:: » Drop Field

D FontSize D Grotz

Ol O bociame

Ot CJoocPath O TERTSTRING

[ underline LJ0ocType CIFonTHAME

[ verticalalignment Dl ocver OFonTsize

O Horizontalalignment O scalex Oeoln

O xoffset O Scale OrraLic

O voffset DO 5calez CJunoERLINE

Oange D style CIvERTICALALIGNMENT

O FontLeading OFontin CIHORIZONT ALALIGNMENT

O wardspacing Orext_ O xoFFsET

O characterwidth DHeicht O orrsET

[ characterspacing Ll Tctangle OancLe

OFiipange D Twvickh CIFonTLEADING

O override O TxtOblique OworDsPacNG

Oentity O mxedust L] CHARACTERWIDTH

OHande Clvertalian I CHARACTERSPACING

Oevel O 1xctFont

g o s

OlLviesc O rutBoseved OlieveL

ClLyrfrn O reetrefwd 0 LAvER

Otk [ Ttattach OcoLor

CLwron LT ClscaLex

O LviPlok Otnspace O scaLey

O color O SpaceFet OscaLez

Dlentcolor E TctMeme CFonto

OLyrColor I msLirk_DMRS Ovesr

O Linetype D rasctig_DrRS CdetchT

OentLinetype L mstink_pHRS_t O mxTansLe

OuyrinType LMsCtin DVRS_t O mrwioTH

O eevation [l msLink_opec O m#ToELIGUE

O Class CImsctia_opec OmsTaust

O saroup al O verTaLich

O cadradel O r=mmeEMD

E Fill Select Al | Unselect Al O mruT_pata
Linewt MSLINE

[ EntLinewt E FCODE

O Lyriinewet O rFrame

O refiame Oeo_o

E LTScale 1505 _BasENAME
Croki

O qrotz

O qraty

| oK I Cancel Enviranm
39. att.
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113.6. izmantojot ArcCatalog, CDB 1zdz€s ieprieks€jos anotaciju slanus:
‘GIS.hidro_ T’ un ‘GIS.name T’; tad ar komandas Import vai Export palidzibu
ieladg jaunizveidotos anotaciju slanus CDB.

114. Anotaciju atjaunoSsanu CDB geoinformatikas inzenieris veic
periodiski- ik pec + 50 jaunu karSu lapu uzkrasanas.

XIX. Kartes lapas aizramja informacijas sagatavoSana, datu
konvertacija pa slaniem un finalnofoméjums kartes tipografiskai
iespieSanai

115. Kartes lapas aizramja informaciju gatavo, datu konvertaciju pa
slapiem un finalnofom&jumu Kkartes tipografiskai iespieSanai veic Regiona
nodalas darbinieks kartei, kuru paredzets tipografiski iespiest.

116. Kartes lapas aizramja informaciju sagatavo speciala xxxx-
xx_ptk.dgn faila saskana ar topografiskas kartes meroga 1:10 000 visparigajam
prasibam.

117. Regiona nodalas darbinieks p&c aizramja informacijas sagatavosanas
nodod *.dgn failu Regiona nodalas vaditajam kartes talakai sagatavoSanai
tipografiskai iespieSanai.

118. Regiona nodalas darbinieks veic datu konvertaciju Adobe [llustrator
programma pa slaniem *.eps datu formata.

119. Konvertaciju veic Sadiem failiem:

119.1. tipografiskai iespieSanai sagatavotajam datu pamatfailam - xxxx-
xx_ptk c.dgn,

119.2. tipografiskai iespieSanai sagatavotajam datu aizkrasojuma failam -
xxxx-xx_ptk _kr c.dgn.

120. Regiona nodalas darbinicks p&c konvertacijas nodod *.eps datu
formata failu Regiona nodalas vaditajam novietoSanai Regiona telpisko datu
kratuve.

121. Finalnoform&jumu Regiona nodalas darbinieks veic Adobe
Hllustrator programma *.eps formata faila. Finalnoform&uma procesa tiek
veikta kartes vizualizacija.

122. Darba rezultats ir vizualizéta un tipografiskai iespieSanai sakartota
karte *.eps formata.

123. Kartografijas inZenieris vizualizétu failu *.eps formata nodod
Regiona nodalas vaditajam. Regiona nodalas vaditajs failu *.eps formata nodod
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redaktoram, iekopé€jot to direktorija, kas nodroSina aktualas informacijas apriti
starp procesa iesaistitajam struktiirvienibam.

XX. Finalredaktuira pirms kartes tipografiskas iespieSanas

124. Finalredakturu veic redaktors saskana ar topografiskas kartes méroga
1:10 000 visparigajam prasibam un $ajos noteikumos noteiktajam prasibam.

125. Redaktors veic vizualizéto xxxx-xx_ptk.dgn un xxxx-xx ptk kr.dgn
failu redaktiiru, parbaudot:

125.1. kartes saturu kopa ar aizkrasojumu;

125.2. uzrakstu izvietojumu un vizualizacijas kvalitati;

125.2. aizramja informacijas pareizibu.

126. Kartes izdruku ar redaktora parakstu ievieto kartes lapas tehniskaja
lieta.

127. Ja redaktors konstate kludainu aizramja informaciju vai nekvalitativu
kartes vizualizaciju, kartes lapas izdruku ar piezimém nodod Regiona nodalas
vaditajam kludu laboSanai.

128. Peéc konvertésanas uz *.eps formatu redaktors veic vél vienu izdruku,
kura parbauda, vai visi kartes elementi ir parkonvertgjusies, ka art kartes vaka
noform&jumu.

129. Galvenais redaktors parskata karti un saskano karti tipografiskai
iespieSanai.

130. Kartes failu *.eps formata redaktors novieto Agentiiras gatavas
produkcijas direktorija.

131. Kartes laboSana péc finalredaktiiras:

131.1. labosanu péc finalredaktiiras veic Regiona nodalas kartografijas
inZenieris saskana ar redaktora piezimém;

131.2. ja redaktors ir konstat€jis tikai vizualizacijas klidas, tas labo *.eps
formata faila;

131.3. ja redaktors ir konstatg&jis kliidas kartes satura, vispirms labo kartes
*.dgn datu formata faila, bet p&c tam izmainas veic ar1 *.eps datu formata faila.

132. Finalredaktura ir pabeigta, ja redaktors akceptgjis visu
finalredaktiiras procesa konstatéto kliidu un nepilnibu labojumus.

133. Kartes laboSanas péc finalredakturas rezultats ir izlaboti kartes *.dgn
un *.eps datu formata faili, kurus nodod ievietoSanai Agentiiras gatavas
produkcijas direktorija.
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XXI. Kartes tipografiska iespieSana

134. Pirms kartes tipografiskas iespieSanas Agentiiras tipografija ,,Latvijas
Karte” (turpmak - Latvijas Karte) pec Geodezijas un kartografijas departamenta
rakstiska iesnieguma sagatavo kartes lapas paraugnovilkumu.

135. Latvijas Karte datus *.eps datu formata sanem no Lielméroga karsu
dalas, izmantojot direktoriju, kas nodroSina aktualas informacijas apriti starp
procesa iesaistitajam struktiirvienibam.

136. Latvijas Karte sagatavo kartes lapas paraugnovilkumu un iesniedz to
Lielméroga karSu dalas vaditajam, kursS to izdrukata veida iesniedz galvenajam
redaktoram parbaudei.

137. Galvenais redaktors parskata paraugnovilkuma kvalitati un dod savu
saskanojumu kartes lapas tirazeéSanai.

138. Galvenais redaktors pé€c paraugnovilkuma saskanoSanas ievieto
kartes lapas paraugnovilkuma izdruku kartes lapas tehniskaja lieta.

139. Ja galvenais redaktors paraugnovilkuma konstate kludas, tas *.eps
datu formata faila labo galvenais redaktors vai vina nozimétais darbinieks.

140. Galvenais redaktors izvért€ klidu daudzumu un nepiecieSamibu
atkartoti sagatavot kartes lapas paraugnovilkumu.

141. Kartes tipografisku iespieSanu Latvijas Karte veic pec Geodezijas un
Kartografijas departamenta rakstiska iesnieguma.

142. Tipografiski iespiestas kartes Latvijas Karte nodod Arhiva un aprites
materialu fonda.

XXII. Kartes nodoSana

143. Lielméroga karSu dalas vaditajs veic ierakstu formulara par kartes
lapas piepemsSanu, izdruka formulara esoSo informaciju par kartes lapas
izgatavoSanu vai aktualizaciju un pievieno izdruku kartes lapas tehniskajai lietai.

144. Kartes nodoSanu veic 2 posmos:

144.1. kartes lapas tehniskas lietas nodoSana Arhiva un aprites materialu
fonda;

144.2. datu nodosana (8o noteikumu XVIII. nodala - datu ievietoSana
gatavas produkcijas direktorija).
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145. Kartes lapas tehnisko lietu Arhiva un aprites materialu fonda nodod
Geodézijas un kartografijas departamenta Lielméroga karSu dalas
vaditajs. saskana ar Agentiiras noteikumiem par dokumentu uzskaiti un apriti
valsts agentiiras “Latvijas Geotelpiskas informacijas agentiira” arhiva.

XXIII. Nosleguma jautajums

146. Agentiiras 2008.gada 10.maija noteikumu Nr.10 ,, Topografiskas
kartes m&roga 1:10 000 informacijas sagatavoSanas un aktualizacijas tehniskie
noteikumi” noteiktas prasibas attiecinamas uz kartes 2.izdevumu - otro valsts
teritorijas kartografisko parklajumu topografiskajai kartei meéroga 1:10 000 un
kartes sagatavoSanas procesa izmantojamas ne ilgak ka lidz otra valsts teritorijas
kartografiska parklajuma izpildei.

Direktora p.1. M.Celmipa

A. Kursisa 26520311
Agnese.Kursisa@lgia.gov.lv
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	68.11. līnijveida objektu, kas krustojas savā starpā, dalīšana segmentos.
			68.13. Ar Select By Attributes rīku atlasa elementus, kuri ir kontūrdaloši, bet nepakļaujas topoloģiskajai apstrādei: shape, complex shape. Ar Drop Element rīkiem tos pārveido par linestring elementiem;
			68.15. dubulto elementu (dublikātu) dzēšana.

