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TOPOGRAFISKAS KARTES MEROGA 1:10 000 TEHNISKIE
NOTEIKUMI

Izdoti saskana ar
Valsts parvaldes iekartas likuma
72. panta pirmas dalas 2.punktu

I. Visparigie noteikumi

1. Noteikumi nosaka topografiskas kartes méroga 1:10 000 (turpmak - Karte)
izgatavoSanas un aktualizacijas tehnologisko shému un tehniskos izgatavoSanas
noteikumus. Noteikumi attiecas uz kartes tehnologisko shému un tehniskajiem
izgatavoSanas noteikumiem 4.izdevumam - treSajam valsts teritorijas kartografiskajam
parklajumam noteiktaja meroga.

2. Kartes tehnologiskas shémas (1. pielikums) mérkis ir noteikt darbu secibu kartes
izgatavo$anas un aktualizacijas procesa (2.pielikums).

3. Kartes izgatavoSanas un aktualizacijas darbu planoSana:

3.1. izgatavoSanas un aktualizacijas planojumu saskapa ar Agentiiras darba planu
sagatavo Kartografijas departamenta Lielm&roga karSu nodala (turpmak — Lielméroga kar$u
nodala) un saskano Kartografijas departamenta direktors;

3.2. pamatojoties uz saskapoto planojumu, Lielméroga karSu nodalas vaditajs

elektroniska veida nodod darba uzdevumu kart§jam gadam Kartografijas departamenta
(turpmak — KD) regionalajam nodalam (turpmak — Regions).

4. Darba uzdevuma ietver izgatavojamas vai aktualiz€jamas kartes lapas (kartes
lapu numurus saskapa ar topografisko karSu lapu nomenklatiiru un to teritoriju shémas
veida).

5. Regiona nodalas vaditajs sapemto darba uzdevumu nodod izpildei darbiniekiem
saskana ar procesu un projektu vadibas sistéma (turpmak — WORK) noteikto kartibu, bet péc
darba pabeigSanas darbinieks WORKa atzimé darba veikSanai patéréto stundu skaitu.
Regiona nodalas vaditdjs elektroniski sanem informaciju par darba pabeigSanu un WORK
sistéma akcepte darba izpildi.
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II. Informacijas sagatavoSana

8. Kartografijas inZenieris, uzsakot kartes izgatavo$anu vai aktualizaciju:
8.1.no darba procesu kataloga izvélas konvertétu iepriek3€ja izdevuma
topografiskas kartes méroga 1:10 000 kameralas desifréSanas *.dgn failu;

8.2. digitali atlasa pieejamo papildinformaciju par kart€jamo teritoriju:

8.2.1. digitalo informaciju:

8.2.1.1. ortofotokartes;

8.2.1.2. lazerskené$anas (turpmak - LIDAR ) datus;

8.2.1.3. skenétas  PSRS  Generalstaba  topografiskas  kartes ~ meroga

1:10 000;

8.2.1.4. skenétos fotoplanus méroga 1:10 000;

8.2.1.5. citu mérogu topografiskas kartes un planus;

8.2.1.6. Svarigo objektu datu bazes datus;

8.2.1.7. Vietvardu datu bazes datus;

8.2.1.8. Adresu registra datus;

8.2.1.9. Kadastra karti;

8.2.1.10. Valsts geodéziska tikla datu bazes datus;

8.2.1.11. u.c. pieejamo digitalo informaciju:

8.2.1.11.1. Latvijas ezeru datubazi;

8.2.1.11.2. Meteo.lv — informaciju par karjeriem;

8.2.1.11.3. Likumi.lv — parku robezas un nosaukumi, mazo HES nosaukumi u.c.
informacija;

8.2.1.11.4. lvceli.lv — celu indeksi;

8.2.1.11.5. VAS ,Latvijas Dzelzcel§” parskats par dzelzcela staciju un pieturas
punktu nomainu;

8.2.2. analogo informaciju:

8.2.2.1. topografiskas kartes M 1:10000 ieprieks&ja izdevuma tehnisko lietu ar taja
ietverto dokumentaciju;

8.2.2.2. karSu izdevniecibas “Japa s€ta” Latvijas autocelu atlantu méroga 1:200
000;

8.2.2.4. enciklopé&diju “Latvijas pagasti”;

8.2.2.5. u.c. analogo informaciju — gramatas, kartes.

9. Darbinieks, kuram dots darbs izpildei, uzsak jaunu kartes lapas tehnisko lietu.

II1. Darba vides sagatavosana
10. Kartes satura informaciju sagatavo vai aktualiz€ ar programmatiiras Bentley
Map V8i (SELECT series 4) darba vides “topol0i” palidzibu, kas atrodas virtualaja
darbstaciju infrastruktora (turpmak VDI).

11. VDI pieslégsana:

11.1. VDI darba vidi aktivizé, izmantojot 1scelu
Horizon Client),
11.2. VMware Horizon Client izvélas vdi72connection.geo.local serveri (1.att.);

(tiek startéts VMware
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(&) VMware Horizon Client folle

= tew server 1 =

vdi72connection.g  vdi7connection.ge  vdi7iconnection.g
eo.local o.local eo.loca!

1.att.

11.3 no servera virtualajam darba stacijam jaizvélas BMAP (2.att.).
@ VMware Horizon Client _;_’_ _JL_@]@?_%

.
KO-
L)

_ﬁ‘ 3 vdi72connection.geo.loc

2.att.

12. Projekta ,, topo10i” pieslegSana:
12.1. projekta ,,topol0i” redig€Sanas darba vidi aktiviz€, izmantojot iscelu

(tiek startéts Bentley Map VS8i ar ,,topol0i-redigesana” darba vidi);

12.2. kad programma ir startéta, tad dialoga File Open jaizvelas *.dgn fails no
Apstrades direktorijas. Projekta TopolOi redigéSanas darba vides iestatijumi: User:
topol( redigesana, Project: topol0i, Interface: topol0i (3.att.);
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@) File Open - 2:\Apstrade\topo10Y e : B x|
Lookimlr,lopoll) EI (€ )05 MmN D?g’j@
i Name | ~| Date modified | ~| Type [«]
: @ o L2434 2016.11.16. 13:51  File folder _]
Recent Places  IEESEALD 2016.11.15. 17:49  File folder
B ) 2442 2016.11.15. 17:49  File folder
1 2443 2016.11.15. 17:49  File folder
Desktop § 2444 2016.11.15. 17:49  File folder
: 12533 2016.11.15. 17:49  File folder
E 12534 2016.11.15. 17:49  File folder
Ihrarias L3111 2016.11.15, 17:49  File folder
3112 2016.11.15. 17:49  File folder
g 13113 2016.11.15. 17:49  File folder
Computer 3114 2016.11.15. 17:49  File folder
i a5 13123 2016.11.15. 17:49  File folder
‘ ﬁ 113131 2016.11.15. 17:49  File folder
- 2122 AA1E 11 1C 1740 o Eddan A
 Network | ] L2
File name: l] ;] Open I User; Itcpol(’o,red&ge:am L'
Files of type: | MicroStation DGN Files (*.dan) | Cancel I Project: |iopoli |
[~ Open as read-only Options I Interface l!opcﬂU) _'_]
4
3.att.

12.3. veidojot jaunu vektoru failu, kurs$ ir Bentley Map V8i (*.dgn) fails, uzstada
sakuma failu SEEDLV2D V8i.DGN;,

12.4. pamatfaila nosaukumu veido saskapa ar Latvijas 1993.gada topografisko
karSu sisttmas (TKS — 93) karSu lapu nomenklatiiru - topografiskas kartes pamatfaila
nosaukumu veido tikai kartes lapas numurs xxxx-xx (kur x ir lapas nomenklatiiras cipari)
ar paplaSinajumu *.dgn. (xxxx — xx.dgn).

13. Péc darba vides “fopol0i” atvérSanas ar Bentley Map V8i (SELECT series 4)
programmatiiru klst pieejams kartes objektu saraksts, kas atbilstoSi objektu grupam
vizuali paradits speciali izveidotas paletés. Katra atseviska paletes rika paredzeti visi
objektu vizualizaciju raksturojoSie lielumi (pieméram, Lv-limenis, Co-krasa, St-linijas
stils, Wt-Iinijas biezums).

IV. Kamerala deSifréSana

14. Kameralo desifréSanu kartografijas inZenieris veic no darba procesu kataloga

V—t—

ar nosaukumu xxxx-xx.dgn, izmantojot aktualako ortofotokarti.

15. Kameralo desifréSanu veic saskapa ar Agentliras noteikumiem, kas nosaka
topografiskas kartes méroga 1:10 000 visparigas prasibas un izgatavoSanas noteikumus
(turpmak — topografiskas kartes méroga 1:10 000 visparigas prasibas).

16. Kameralaja desifrésana ka papildinformaciju izmanto $o noteikumu 8.2. punkta
mingto informaciju.

17. Kameralas desifréSanas beigas kartografijas inZenieris, kuram dots darba
uzdevums, WORK veic ierakstu par darba pabeigSanu un digitali parvieto karti *.dgn
formata uz nakamo kartes aktualizacijas procesu darba procesu kataloga — P* pirmo
korektiiru.
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18. Regiona nodalas vaditajs akcepte WORK sistéma uzdevuma izpildi.

18. Objektus attelo atbilstosi:

18.1. objektu saraksta noraditajai kodu sisteémai (3. pielikums);

18.2. teksta centroidu apzimé€jumiem noteiktajam prasibam (4. pielikums);

18.3. kontiirdaloSo objektu att€lojuma prasibam (76.22. punkts);

18.4. toponimikas informaciju saskapa ar noradijumiem vietvardu lietoSanai un
izvietoSanai topografiskaja kart€ méroga 1:10 000 (5. pielikums);

18.5. S8ajos noteikumos noteiktajiem objektu att€lojuma visparigajiem un
atseviskajiem nosacijumiem:

18.5.1. digitizgjot taisnas linijas, saglaba precizitati, ievérojot, ka registréjumu
skaitam jabiit p&c iesp€jas mazakam;

18.5.2. linijveida objektus (idensteces un celus) krustojoties nepartrauc, bet vietas,
kur krustojas zonétie tidensteces liijveida objekti, krustpunktos izmanto liniju ,krasta
linija neredzama”;

18.5.3. objektus att€lo Feature Manager reZima, nemot véra, ka:

18.5.3.1. gatavaja kartes lapa nav pielaujama att€lojamo objektu p&c kodu sist€mas
iestatlto parametru maina;

, 18.5.3.2. ja nepiecieSams mainit jau att€loto Imiju, tekstu vai arpusmeéroga
apzim&jumu pret citu apzim&jumu, izmanto objektu nozimi (Feature) pieskirSanas rikus;

18.5.4. jebkuru objektu, kuru att€lo datu faila, ar atribitu informaciju — objekta
nozimi (feature) — piesaista darba videi projekta , fopol0”, ka arl aizpilda objektiem
pievienotos datu laukus atribitu tabula (3.pielikums).

19. Objektu att€loSanas seciba p&c objektu grupam:

19.1. celi;

19.2. dzelzceli;

19.3. hidrografiskie linijveida objekti;

19.4. industrialie un socialie linijveida objekti (elektrolinijas, caurulvadi);
19.5. apbiive, saimnieciskie un kultirvides objekti;

19.6. objekti, kuru att€loSanai izmanto konttirdaloSo liniju;

19.7. vegetacijas punktveida un linijveida objekti;

19.8. pargjie objekti;

19.9. uzraksti.

20. Lai nodroSinatu datu viendabigumu, vietas, kur nav nepiecieSams, jasamazina

atseviSkais liniju skaits. Tam lieto riku Connect Linework (Tools— Geospatial—Topology
Cleanup— )darbibu, aktiviz€jot ar Fence noraditaja laukuma.
Tadgjadi iegst linijas, kas sadalitas pa posmiem tikai krustpunktu vieta ar citu lmiju.
Sadas darbibas péc kartas javeic ar visam hidrografiskam asim, celu tikla asim, dzelzcela
asim, elektrolinijam un cauru]vadiem, lai iegtitu korektus datus un vienkar$ak bitu pieskirt
atribtitus tam lmijam, kuram nepiecieSams.

21. Meroga atteélojamo apbiives un saimniecisko objektu att€loSanai izmanto vienu
no metodém:

21.1.ja €ka ir taisnstira, tad no paletes izv€las poligona veidu - Taisnstiiri vai
Rot&jamu taisnstiiri un registré divus éku stiirus;

21.2. ja €ka ir neregulars daudzstiiris, tad no paletes izvélas poligonu Daudzstiiris
un attélo katru €kas stiiri, pieslédzot p&€d€jo nogriezni pie sakuma punkta;

21.3.ja €ka ir aplveida, tad no riku paletes izv€las regularu daudzsttiri (place
regular polygon) vismaz ar 30 virsotném un péc uzzimésanas pieskir €kas Feature.
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22. Eku att€losanai izmanto papildmaterialus (iepriek$gja laika perioda iegiitos
kartografiskos datus vai no citiem avotiem iegltu informaciju), vienlaicigi izvertgjot
attiecigaja ortofotokart€ atpazistamo situaciju un papildmaterialu aktualitati.

23. Atribtitu informacijas pievienoSana apbiives elementiem:

23.1. Ar redigéSanas riku Edit, iezim&jot, pieméram, €kas poligonu, paradas tabula,
kura aizpilda nepiecieSamas ailites (4.att.).

FNAME: [Eka_M
FCODE: 5200000000
TYPE: [lzgilibas jestades
SUBTYPE:|Skda
FUNCTION: lE§T—§§t§ -
DATASOURCE: [3. cikls

| oK ' LCancel J

L

el bl el

4 att.

23.2. Aizpilda ailes TYPE, kur noraditi biives tipi un/vai SUBTYPE (apakstipi),
kur ir uzraditi visbieZak sastopamie blvju veidi, bet ir iesp&a ievadit neparedzeto
apakstipu pie sadalas CITS.

23.3. Aile FUNCTION uzrada biives funkcionalitates stavokli, ja ir kadas 1paSas
pazimes par to. Pargjos gadfjumos aizpilda ar veértibu NEDEFINETS. Pieméram,
neapdzivotam viensétam, kuram kart€ pievienots §ads paskaidrojosais teksts, visam bijusas
viensétas ékam pievieno FUNCTION=pamests, TYPE un SUBTYPE neaizpildot.

23.4. Aile DATASOURCE norada 3.cikls, jo tiek sakartota 3.izdevuma
informaécija, nevis iegtita jauna informacija.

23.5. Lidzigi aizpilda informaciju par drupam un jaunblivém, ja ir nepiecieSams.
Drupam aili FUNCTION nav nepiecieSams aizpildit, jo to jau parada izveletais
apzimé&jums. Pamestu jaunbiivju gadijuma aizpilda FUNCTION=pamests.

23.6. Apzim&jumam nojume izvéloties TYPE=nojume, tiek piedavati iesp&amie
SUBTYPE vai izvéli nedefinéts, kur iesp&jams ierakstit neparedz&to nojumes veidu. Ja ir
informacija, iesp€jams aizpildit aili FUNCTION.

23.7. Apzim&umam pagrabs, izveloties TYPE=pazemes biive, tiek piedavati
iespgjamie SUBTYPE vai izvéle nedefinéts, kur iesp&jams ierakstit neparedz&to pagraba
veidu. Ja ir informacija, iesp&jams aizpildit aili FUNCTION.

23.8. Apzim&jumam siltumnica ir iesp&jams aizpildit aili FUNCTION, kur uzrada
objekta funkcionalitates stavokli.

23.9. Objektu kaplia att€lo ar arpusméroga apzim&umu vai méroga ka eku ar
TYPE=religiska €ka SUBTYPE=kaplica.

24. Atribiitu informacijas pievieno$ana saimnieciskajiem elementiem:
24.1. Ar redigeSanas riku Edit, iezim€jot, pieméram, torni, paradas tabula, kura
aizpilda nepiecieSamas ailites (5.att.).
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& Labot object P

FNAME: ITornis_J<apitalas_kons!rﬁarpusm _v_l
FCODE: [5208170200

TYPE: I[_]dens _v_‘

FUNCTION: [Boiats =]
NAME: |
VDB_NAME: |
VDB_ID: |

SODB_ID: [ )

DATASOURCE: [3. cikls =]

0K l Cancel I

5.att.

24.2. Aizpilda ailes TYPE, kur noraditi objekta tipi, bet ir iesp&ja ievadit
neparedz€to apakstipu pie sadalas nedefinéts.

24.3. Aile FUNCTION uzrada buves funkcionalitates stavokli.

244, Aile DATASOURCE norada 3.cikls, jo tiek sakartota 3.izdevuma
informacija, nevis iegiita jauna informacija.

24.5._Tvertnes, dimenus un tornus méroga zimé ar riku Place Regular Polygon,
iestadot malu skaitu ne mazaku par 25, un kursoru limeniski virzot no centra uz apla malu.
Figiiru iezim€ ar Select un pieskir nepiecieSamo apzim&jumu. Tvertnes M sak attélot no

300 m? (10m radiuss), tornus no 700 m? (15m radiuss), bet dimenus no 1000 m? (19m
m 0

radiuss).

25. Dzelzcelu attéloSanas nosacijumi:

25.1. dzelzcela celi veido vienotu, noslégtu tiklu;

25.2. platformas méroga att€loSanai no paletes izv€las poligona veidu - taisnstiiri
vai rot&jamu taisnstiiri, un registré divus platformas stiirus, attglojot to tie$i uz dzelzcela
linijas;

25.3. lokomotivju apgrieSanas apla atte€loSanai izvélas regularu daudzstiri (place
regular polygon) vismaz ar 30 virsotném un p&c uzziméSanas pieskir Lokomotivju
apgrieSanas apla Feature;

25.4. staciju teritorijas vismaz vienu no celiem att€lo tadas pasas kategorijas ka
pienako$a magistrala dzelzcela linija. Tatad, ja arpus stacijas teritorijas ir divslieZu
dzelzcela linija, tad tadu pasu ar jazimé cauri stacijai, att€lojot to pa vidu starp diviem
sliezu celiem. Ka stacijas celus attélo atlikuSos sliezu celus.;

25.5. attelo tikai tas platformas, kas izvietotas uz arpusi no slieZu celiem, bet tas,
kas atrodas starp slieZzu celiem neattélo.

26. Autocelu att€loSanas nosacijumi:
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26.1. transporta tiklam ir javeido vienots - noslégts tikls. kas nozimé, ka atseviski
(izoleti) celi, nav pielaujami. Lai to panaktu, celu asim jabiit saistitam gan savstarp€ji, gan
ar mazakas nozimes celiem, kas tiek attéloti ar vienu liniju (6. attéls).

6. att. Transporta Imiju tikls

26.2. celu asis nedrikst beigties pie cela malas linijas, ka paradits 7. att€la, tam jabut
savstarp€ji savienotam (snap) (6. att.);

7 .att.

26.3. autoceliem, kuri péc apzIm&jumiem jaatt€lo méroga, vispirms attélo cela asi,
tad generé zonas (cela malas), izmantojot paletes iestaditos parametrus;

26.4. stavlaukums — arpusmeéroga apzimé&jumu orient€ gar cela malu;

26.5. celu indeksi —izvieto uz cela un orient€ paral€li celam;

26.6. gajeju celin§ — méroga, poligons tiek attelots kopa ar asi,

26.7. brauktuve apbiivéta teritorija — vispirms zIm& brauktuves asi, péc tam
brauktuvi zoné atkariba no platuma. Att€lojot nelinearas formas brauktuves posmus, lieto
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apzim&jumu “brauktuve apbiivéta teritorija“, izmantojot riku Place Smartline (ar ieslegtu
join elements).

27. Atribiitu informacijas pievienoSana celu tikla elementiem :

27.1 Ar rezimu Select iezIme visas vienai ielai vai celam piederigas asis, kas tiek
att€lotas ar vienu apzimé&jumu, pieméram, Cels_ciets plataks 7 5m_ass, un no sadalas
Autoceli—roadax L(Pieskirt) pieskir vajadzigos atribitus — nosaukumus, datu avotu
(8.att.).

| & Parveidot par roadax L & == x|
¢ Noradit elementu

£ Elementus zoga

" (eselektEtos elementus

[V lzdzEst esoso elementu pEc jauna objekta izveidosanas

FNAME: lI:eIg_cielftpla“lrabks_?_SﬁrrnT_@g ll
FCODE: 6102020805
STREET: |
INDEX_1: |a2 ]
INDEX_2: [E77 Ra
INDEX_3: | |
INDEX_4: | =~
ROAD_LEVEL: (" pazemes fimenis (+' zemes limenis
¢ 1. tilta fmenis (" 2. tilta imenis
|| BuivEjams cels:
DATASOURCE: |3, cikls I~

8.att.

27.2. Aizpilda ailes STREET un/vai INDEX 1. Ja celam ir pieskirts arT Eiropas
indekss, to ieraksta ailiteé INDEX 2. Ja celam ir pieskirti 4 indeksi, tad aizpilda ailes
INDEX 1 un INDEX 3 ar valsts galveno autocelu indeksiem, bet ailes INDEX 2 un
INDEX 4 ar Eiropas indeksiem.

27.3. Aile DATASOURCE norada 3.cikls, jo tiek sakartota 3.izdevuma
informacija, nevis ieglita jauna informacija.

27.4. Celu posmus, kas iet pa tuneliem vai tiltiem meéroga, izdala ka atseviSkus
posmus, kuriem pieskir pazemes vai tilta vértibu, noradot aile ROAD LEVEL.

27.5. Biivgjamus celus zimé, izveloties attiecigds kategorijas cela asi, tabula
atzimgjot izvelni Biivéjams cels.

28. Hidrografijas objektu att€loSanas nosacijumi:
dabisku vai kanalize€tu tdensteci platuma no 4 lidz 10 metriem attélo, nemot véra
nosacijjumus:

28.1. vispirms attélo Gidensteces asi, tad generé zonas:

28.1.1. ja tidensteces platums ir 3 un 4 metri, generé 4 metrus platu zonu;

28.1.2. ja Gidensteces platums ir 5 un 6 metri, generé 6 metrus platu zonu;

28.1.3. ja tidensteces platums ir 7 un 8 metri, generé 8 metrus platu zonu;

28.1.4. ja udensteces platums ir 9 un 10 metri, generé 10 metrus platu zonu;

28.1.5. ja Gdensteces platums ir 11 un 12 metri, generé 12 metrus platu zonu

28.2. ja dabiskas vai kanaliz&tas fidensteces platums ir 13 m un vairak, tad attélo
14m platu zonu un zZimé Upes ass virs 12m vai Gravja ass virs 12m;

28.3. att€lo visas kanalizétas tdensteces, kas atrodas paraléli celam (celmalas
gravji), bet neattélo cela gravjus, kas ir cela nogazes turpingjums (6. pielikums). Gravjus
gar celiem att€lo gadijumos, ja tie savienojas ar kopgjo teritorijas gravju sistému.

TOPOGRAFISKAS KARTES MEROGA 1:10 000 TEHNISKIE NOTEIKUMI 9



28.4. Hidrografiskajam tiklam ir javeido vienots - noslégts tikls (9., 10. attels);
Udenste¢u iedomatajam asim kopa ar tdenstecém, kas tiek att€lotas ar vienu liniju, ir
javeido vienots - noslégts tikls, kas ietver arl iedomatas asis fidenstec€s meéroga un
tidenstilpés. Udensteces iedomata ass udenstilpé tiek ziméta tikai tada gadijuma, ja §1
tidenstilpe reali savieno divas Tidensteces. Jura iedomatas asis netiek zimétas.

28.5. lai izvairitos no nevajadzigiem datiem un saglabatu topologisko saskanu,
jaievero $adi noteikumi:

28.5.1. Gdensteu asis nevajag zimet katra udenstilpg, it Ipasi gadijuma, ja
tdenstilpe nesavieno 2 atseviSkas udensteces, pieméram, ja kanalam ir vairaki atzari,
iedomatas asis nevajag pievienot katram no tiem vai arl gadijjuma, ja upe ietek ezera, bet
no ta neiztek;

28.5.2. tidensteCu méroga asis nedrikst Skérsot Gidensteces vai Udenstilpes krasta
Iiniju (9.attels)

9.att.
Paskaidrojumi 9. att€lam:
1. Udenstecu asis ezera.
2. Udenstedu asis upju satekas.
3. Jaezers ir tidensteces iztekas vieta, tad asis Saja ezera nav jazime.
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10. att.

Paskaidrojumi 10. att€lam:
1. Udensteces izzidoSais posms.
2. Udensteces ass tidenstecé méroga.
3. Udensteces ass méroga ezera.
4. Udensteces asis upju sateces vieta, ja pieteka ir arpusméroga tidenstece.

28.5.3. GdensteCu asis zimé ka tdenstecu turpinajumu tidenstilpé vai tdenstecé
méroga. Ja jasavieno tidenstece, kas tiek att€lota ka viena Iinija, ar zon€tu tidensteci, tad §is
arpusmeéroga tidensteces liniju turpina lidz zonétas tidensteces asij (11. attéls);

gravis lidz 3m

upe lidz 3m

/
tpes ass 3-12m \“Jgreivis lidz 3m

11. att.
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28.5.4. ja udenstilpg vai TdenstecEé meroga atrodas viena vai vairakas salas,
iedomatas asis tiek zimétas ka UdensteCu turpindjumi, izveloties Gdensteces un salas
konfiguracijai pielagotu liniju, kas savieno ietekoSas un izteko$as tdensteces, veidojot
hidrografisko tiklu. Udensteces ass tiek ziméta salai pa vienu vai otru pusi, neveidojot
aplveida liniju ap salu (12.att.);

28.5.5. iznémuma gadijumi ir tad, kad Gidenstec€ meroga atrodas viena vai vairakas
salas, kas sadala Udensteci divas vai vairakas plismas (katrai tdenstecei ir savs
nosaukums). Sados gadijumos ddenspliismas ass tiek ziméta katrai ar salu nodalitajai
udenstecei;

12.att.

28.6. idenste¢u asis zimé visam UdenstecEém, ieskaitot tas, kuram zimeé, nevis
generé abas krasta linijas. To var panakt, izmérot aptuveno attalumu starp Gidensteces
malam, Kkatrai no malam atseviski uzgenerét zonu (kada briva limeni), uzzimét aptuveno
tdensteces asi starp uzgenerétajam zonam, saglab3jot galvenos upes pagriezienu punktus.
Uzgenerétas zonas izdzes.

28.7. upju asis zZimé to tec€Sanas virziend, ievérojot liniju stila ietverto bultas virzienu. Ar
riku Maina linijas virzienu saskanot visu upju asu (méroga un arpusméroga) tec€Sanas
virzienu ar apzim&jumos iestradato bultinu virzienu;

28.8. pieméri Gidenstecu pazemes posmu att€losanai skat. 13.att. un 14.att.

gravja ass 3-12m
upes ass virs12m
0denstilp alo3a lMnija

gravis Idz 3m
.'::" : Q/>30m W
3 }lllllll;—i'IIIIIIIIIIIIIlIIHIIIllllllll
N uge F\
N gravis paz. Iidz 3m

upe paz. 3-12m

upes ass 3-12m

krasta ITnija neredzama upe paz. virs 12m

13.att.
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krasta linija neredzama

/N I >30m
.

v ! >(
upes ass 3-12m x m
tdenstilpes nodaloa ITnij/ upes ass 3-12m

upe paz. 3-12m

14.att.

28.9. Atriblitu informacijas pievienoS$ana hidrografijas elementiem :

28.9.1. ar rezimu Select iezZim€ visas vienai Tidenstecei piederigas asis, kas tiek
att€lotas ar vienu apzim&umu, piemeéram, Upe lidz 3m, un no Comand Manager
Hidrografija—hidrax L(Pieskirt) pieskir vajadzigos atribiitus — nosaukumus (no VDB
parauga), datu avotu, u.c. (15.att.);

¢ Parveidot par hidrax b ‘ (=
(¢ Noradit elementu ¢ |zmantot Zogu €& Atlasitos elementus

[V lzdz8st esoso elementu pc jauna objekta izveidodanas

FNAME; [Upe_lidz_3m =]

Pamatnosaukums (Posma nosaukums) [VDB objekta D)
| VDB paraugs: |Gailu srauts {36627} =
‘ NAME: [Giu (Dunduru) st
VDB_NAME: [Ga]u strauts
| VDB_NAMEZ: |
VDB_[D: [36627

[V Atzimé, ja ir kugojama Tidenstece
[ [V, Alzimé, ja izm8rs atbilst specifikacijal
| DATASOURCE: |Dﬁ|!qf9lci 7 I

15.att.

28.9.2. aile NAME ieraksta to nosaukumu, kas tiek attélots karté (ar
saisindjumiem, ar iekavas uzraditiem paral€lnosaukumiem);

28.9.3. aile VDB_NAME ieraksta nosaukumu, kas sakrit ar Vietvardu datu baze
esoSo aili Pamatnosaukums,

28.9.4. aile DATASOURCE norada 3.cikls, jo tiek sakartota 3.izdevuma

informacija, nevis iegita jauna informacija;

28.9.5. tdensteCu posmiem, kuriem att€lo paralélo nosaukumu, atdala liniju, kura
NAME ailé uzrada paral€lnosaukumu iekavas, no posma kur NAME ailé ir tikai upes
pamatnosaukums;

28.9.6. pierobezas upem, kuram katra valstl ir atSkirigi nosaukumi, upes ass
NAME ailé attelo latvisko nosaukumu un arzemju nosaukumu iekavas, lidzigi ka ar citiem
upes paral€lnosaukumiem;

28.9.7. udenstilpju sasaistiSana ar nosaukumiem notiek péc datu topologijas un
aizkrasoSanas, kad ir izveidoti tidenstilpju (juras, ezeru, tidenskratuvju un diku) poligoni.
No Comand Manager, izvelas Hidro A (Pieskirt) un iezimé&jot, pieméram, ezera poligonu,
paradas tabula, kura aizpilda nepiecieSamas ailites - nosaukumus (no VDB parauga), datu
avotu, u.c. (16.att.).
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| § Parveidot par hidro A" == x|
(= Noradit elementu ¢ lzmantat 2ogu € Allasitas elementus

[V l2d28st esodo elementu pEc jauna objekta izveidosanas

FNAME: [poligons_E zers _"_]

Pamatnozaukums [VDB objekta 0]
VDB paraugs: [Lielais Filanimuizas ezers (80193} =
NAME: [ Flantmuias ez |
VDB_NAME: |Lielais Filantmuizas ezefs
VDB_ID: 30193

[T Atzimé, ja ir kudojama tidenstilpe
: [ [Atims, ja izmars atbilst specifikaciat
DATASOURCE: |Ortofoto 7 7 =l

16.att.
Aizpilda ailes lidzigi ka tidenstecu tabulas.

Situacijas, kad blakus atrodas divas tidenstilpes, pieméram divi ezeri, lai pieskirtu katram
ezeram savu nosaukumu, izveido divus poligonus ar vienadiem centroidiem, atdalot tos ar
Udenstilpes nodalosa_linija. Jiras poligonam pievieno nosaukumu Baltijas jira visa
Latvijas teritorija, jo li¢us un Saurumus neizdala ka atseviskus objektus;

28.9.8. ja attélojama tdenstilpe vai fidenstece ir kugojama, tad NAVIGABLE datu
lauka norada “Kugojama”. Kugojamas tidensteces vai Udenstilpes nosaukuma tekstu
Udenstece udenstilpe raksta ar visiem lielajiem burtiem.

29. Vegetacijas objektu att€loSanas nosacijumi:

29.1. vegetacijas objektu att€lojuma ievéro kontlrliniju att€lojuma noteikumus:

29.1.1. noslédzot kontiiru ierobezojosu liniju pie konttirdalosas Iinijas vai sasaistot
Sis Iinijas savstarpgji — vienmer javeidojas noslégtam laukumam, kura tiek ievietots viens
teksta centroids (17.attéls);

29.1.2. ja kontiiru ierobeZojosa linija §kérso citas linijas, kas nav kontiru daloSas
linijas, laukums netiek dalits, un taja ir jaievieto tikai viens centroids (18.attels);
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18.att.

29.1.3. ja par€jie objekti sakrit ar kontiiru ierobezojoSu liniju, tad tos dublé ar
kontaru ierobeZojosu liniju. Teksta centroida piesléguma vietai ir jabit konttras iekSpusg;

29.2. zalas un punktétas kontiirlinijas lietoSanas gadijumi:

29.2.1. karté attélojamos laukumus atdala divu veidu kontirlinijas — punktéta Iinija
un zala linija;

29.2.2. zalo liniju izmanto, atdalot dazadi aizkrasotus laukumus, izdruka $§1 linija
tiek atslégta (19.,20.attéls.);

29.2.3. ar punktéto liniju atdala vienadas krasas laukumus, izdruka $T Iinija tiek
saglabata (19.,20.att€ls.);

29.3. sarkanas kontiirlinijas lietoSanas gadijumi:

29.3.1. purvu kontliras var parklaties ar citam vegetacijas kontiram — meZu,
skrajmeZu, jaunaudzi u.c., to att€loSanai lietojama speciala kontlirlinija — sarkana, kura
attiecas tikai uz purvu un parpurvotu zemju centroidiem, un citus laukumus nenorobezo
(21.attels);

29.3.2. sarkano konttirliniju attélo pari vairakiem vegetacijas laukumiem;

29.3.3. vietas, kur sarkana linija sakrit ar zalo vai punktéto kontiirliniju, abas linijas
ZzImé, kopgjot vienu uz otras;

29.3.4. ar sarkano kontlirliniju Gident att€lo ar meldraju, grislaju un sekli;

‘s o'
s

19. att.
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29.4. mezs, skrajmeZs, rets meZs, parks, jaunaudze, izcirtums, bojats mezZs,
kriimajs, dabiska plava, meldrajs, niedrdjs, stindjs, auglu darzs, oguldjs, saknu darzs,
tehniskas kultiiras, zaliens, grislajs — atdala ar kontliru ierobeZojoSu liniju, kontiiras
iekSpuse ievietojot teksta centroidu;

29.5. zimgjot koku, kriimu rindas, ieteicams atslégt liniju stilu - Line Styles, lai
Iinijas neskérso citas vegetacijas laukumus, kd arT precizak att€lotu to atraSanas vietu.
Vélams koku kriimu rindas attélot ka vienotas Iinijas, nesadalot vairakos elementos;
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29.6. meldrajs, niedrajs, grislajs - aizaugu$as Udenstilpés arpusméroga
apzim&umus izvieto ta, lai mal&jie simboli att€lotu meldraja robeZzu; lai Gdens konturas
izdalitu meldraju, grislaju, izmanto sarkano kontlrliniju un atbilstoSu vegetacijas
centroidu;

29.7. smiltajs, grants vai akmenaina virsma - atdala ar kontiiru ierobeZojosu liniju,
kontaras iekSpuse ievietojot teksta centroidu;

29.8. meZa purvs, zemais purvs, augstais purvs, parpurvota zeme — to kontiiras var
parklaties ar citam vegetacijas kontliram, tap&c to att€losanai izmanto sarkano kontirliniju.

30. Robezu att€lojuma nosacijumi - robeZas apzim&jumu att€lo ar nepartrauktu
liniju Robeza valsts &nojums un ar vizuali lasamu, vietam ar atseviskiem posmiem
att€lojamu liniju RobeZa valsts vizuala un robezZzim&€m un to numeraciju.

31. Uzrakstu att€lojuma nosactjumi:

Teksta att€lojumam kart€ jasakrit ar atribiitu tabulas ierakstitajiem attieciga objekta
NAME, SPACING, ANGLE un RADIANS datu laukiem;

31.1. pielaujama teksta retinaSana ar paletes riku Change Text Attributes, Interchar
Spacing, to vélak nostiprinot atribiitu tabulas;

31.2. paskaidrojoss, raksturojoSs pieraksts objektam — lieto péc vajadzibas ar 1,5
milimetri vai 1,7 milimetri fontu;

31.3. valsts,iidenstilpe, akvatorija, licis, Saurums, udenstece, sala, pussala,
zemesrags, séklis, rifs, Udenskritums, krace, purvs, polderis, meZs, parks, darzs, karjera —
uzrakstu oriente atkariba no aprakstamo objektu konfiguracijas;

31.4. ja objekts izvietojas uz vairakam karSu lapam, objekta nosaukums liekams
katra kartes lapa.

31.5. objektam aizpilda VDB NAME aili, ja nosaukumu nem no Vietvardu datu
bazes.

V. Pirma korektiira

32. Korektira $o noteikumu izpratn€ ir karté att€lojamo objektu atlases un
att€lojuma parbaude, izmantojot pieejamos kartografiskos pamatmaterialus (aktuala
ortofotokarte) un papildinformaciju (So noteikumu 8.2.punkts).

33. Korektiru veic Regiona nodalas kartografijas inZenieris, kuram Regiona
nodalas vaditajs devis uzdevumu WORK, parbaudot $ajos noteikumos noteikto prasibu
ievéroSanu un topografiskas kartes méroga 1: 10 000 visparigo prasibu ievéroSanu.

34. Kartes lapas korektiiras nosacijumi:

34.1. nodroSina parbaudamas kartes lapas digitalo faila kopiju;

34.2. korekttiru veic kartes lapas faila, izveidojot jaunu informacijas limeni —
korektiira (ieteicams sarkana krasa);

34.3. izmanto digitalas aktualakas ortofotokartes un topografiskas kartes blakus
lapas, faila papildus atverot darba logus ar papildmaterialiem (Raster Manager),

34.4. kartes lapu sadala pa apvidus linearajiem objektiem (pieméram, celiem,
up€m, gravjiem), kas veido noslégtu kontiiras nogabalu vai izveido tiklu ar viena kilometra
soli, sadalot 25 kvadratos, kas nodroSina vienveidigu kartes lapas parbaudi;

34.5. ja kartes lapu sadala 25 kvadratos, péc kartes lapas parbaudes linijas dzgs.
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35. Regiona darbinieks, kuram dots uzdevums veikt korekttiru, veicot kartes lapas
datu parbaudi, salidzina katru att€loto objektu ar ortofotokarti, uzmanibu pieverSot
vegetacijas, apbiives, saimniecisko un industrialo objektu att€loSanai un parbauda atribiitu
tabulu aizpildijumu saskana ar 4.pielikumu.

36. Regiona darbinieks, kuram dots uzdevums veikt korektiiru, korektiiras piezimes
norada ne tikai kameralas deSifréSanas kltdas, kas ir jalabo péc pirmas korektiiras, bet ari
neskaidras vietas un objektus, kas ir japarbauda lauka apsekoSana.

37. Pabeidzot pirmo korektiiru, kartografijas inZenieris, kuram dots darba
uzdevums:

37.1. WORK sistema veic ierakstu par darba pabeigSanu;

37.2. digitali parvieto karti *.dgn formata ar korekttras piezimém uz nakamo kartes
aktualizacijas procesu darba procesu kataloga — P* laboSana p&c pirmas korektiiras;

37.3. kartes lapas tehniskaja lieta ievieto *.dgn formata faila izdruku ar parakstu, ta
atSifr§jumu un datumu.

38. Regiona nodalas vaditajs akcepteé WORK sistéma uzdevuma izpildi.

VI. Kartes labosana péc pirmas korektiiras

39. Kartes laboSanu péc pirmas korektiiras Regiona nodalas vaditajs ar uzdevumu
WORK uzdod darbiniekam, kur$ veicis kameralo deSifréSanu saskana ar pirmaja korektiira
noraditajam kltidam.

40. Darbinieks, kur$ veic kartes laboSanu péc pirmas korektiiras, p&c katras kludas
izlaboSanas dzes korektiiras laika noraditas piezimes.

41. Pabeidzot pirmo korektiiru, darbinieks, kuram dots darba uzdevums:

41.1. WORK sistéma veic ierakstu par darba pabeigSanu;

41.2. digitali parvieto izlabotu karti *.dgn formata uz kartes aktualizacijas procesu
darba procesu kataloga — P* papildinaSana péc lauka desifréSanas;

42. Regiona nodalas vaditajs akcepte WORK sistéma uzdevuma izpildi.

VII. Lauka apsekoSana

43, Lauka apsekoSanu veic péc pirmas korektiiras kliidu laboSanas.

44. Lauka apsekoSanu veic brigade divu darbinieku sastava, kuriem Regiona
nodalas vaditajs devis uzdevumu WORK.

45. Lauka apsekoSanu veic, ievérojot S$ajos noteikumos noteiktas prasibas un
topografiskas kartes méroga 1: 10 000 visparigas prasibas.

46. Lauka apsekoSana izmanto ar aktualako ortofotokarti savietotu, p&c pirmas

korektiiras izlabotu vektordatu izdruku, kura paradita nepiecieSama informacija (kamerali
desifrétie dati ar sakartotu toponimikas informaciju, korektiiras atzimes).
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47. Darbinieka, kur$ veic lauka apseko$anu, uzdevumi:

47.1. parbaudit kartes lapas satura pilnibu un precizitati atbilstosi Siem
noteikumiem un situacijai apvidi;

47.2. precizet objektu nosaukumus;

47.3. uzmerit objektus (veicot piemériSanu ar mérlenti, talméru vai pieejamiem
individualajiem meériSanas instrumentiem), kas paradijuSies daba péc aerofotografésanas
vai nav skaidri redzami ortofotokarté; cela ar grants segumu braucamas dalas platumu
nosaka, merot cela klatni no nogazes 1idz nogazei (6. pielikums), tad no iegiita rezultata
atpem 1,5 metrus (0,75 cm no katras cela malas) un aprékina realo cela brauktuves
platumu;

47.4. precizet situaciju apvidi atbilstosi regiona eksperta uzdotajiem jautajumiem
par neskaidrajam vietam un objektiem pirmaja korektiira; _

47.5. skaidri un salasami veikt atzimes kartes lapas darba izdruka par kart€ att€loto
un apsekoto objektu atbilstibu esosajai situacijai apvidi, ieskicét objektus;

47.6. nepiecieSamibas gadijuma veikt apvidus objektu fotografésanu.

48. Pabeidzot lauka apsekoSanu, darbinieki, kuriem bija dots uzdevums:

48.1. WORK sistéma veic ierakstu par darba pabeigSanu;

48.2. kartes lapas tehniskaja lieta ievieto papira formata lauka darbu izdruku ar
parakstiem, atSifr§jumiem un darba izpildes datumu.

49. Regiona nodalas vaditajs akcepte WORK uzdevuma izpildi.

50. Kartes papildinaSanu *.dgn datu formata faila péc lauka apsekoSanas veic
darbinieks, kurs ir veicis kameralo deSifréSanu vai lauka apsekoSanu saskana ar uzdevumu
WORK.

51. Pabeidzot kartes papildinasanu, darbinieks, kuram bija dots uzdevums:

51.1. WORK sistéma veic ierakstu par darba pabeigSanu;

51.2. digitali parvieto péc lauka darbos iegfitas informacijas papildinatu karti *.dgn
formata uz nakamo kartes aktualizacijas procesu darba procesu kataloga — P* otra
korektiira.

52. Regiona nodalas vaditajs akcepte WORK uzdevuma izpildi.

VIII. Otra korektiira

53. Otro korektiru saskapa ar Sajos noteikumos noteiktajam prasibam un
topografiskas kartes méroga 1 : 10 000 visparigajam prasibam veic Regiona kartografijas
inZenieris, kuram Regiona nodalas vaditajs devis uzdevums WORK.

54. Otras korektiiras procesa parbauda:

54.1. laboSanu péc pirmas korektiiras, parbaudes procesa izmantojot pirmas
korektiiras kartes lapas izdruku;

54.2. informacijas papildinaSanu péc lauka apsekoSanas, nemot véra lauka
apsekosSanas izdruku;

54.3. kartes lapu malu saskanoS$anu ar blakus kartes lapam.

55. Pabeidzot kartes papildinasanu, darbinieks, kuram bija dots uzdevums:
55.1. WORK sistéma veic ierakstu par darba pabeigSanu;
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55.2. digitali parvieto péc otras korektiiras parbauditu karti *.dgn formata uz
nakamo Kkartes aktualizacijas procesu darba procesu kataloga — P* laboSana péc otras
korektiras;

55.3. kartes lapas tehniskaja lieta ievieto *.dgn formata otras korektiiras izdruku ar
parakstu, ta at$ifréjumu un datumu.

56. Regiona nodalas vaditajs akcepte WORK uzdevuma izpildi.

IX. Kartes laboSana péc otras korektiiras

57.Kartes laboSanu saskapa ar otraja korektira noraditajam kludam veic
darbinieks, kur§ ir veicis kameralo de$ifréSanu vai lauka apseko$anu un kuram Regiona
nodalas vaditajs devis uzdevumu WORK;

58. Veicot klidu laboSanu péc otras korektiiras, darbinieks darba gaita dzes
korektiira noraditas piezimes.

59. Pabeidzot otro korektiiru, kartografijas inZenieris, kuram dots darba uzdevums:
59.1. WORK sistéma veic ierakstu par darba pabeigSanu;
59.2. digitali parvieto karti *.dgn formata uz nakamo kartes aktualizacijas procesu
darba procesu kataloga — P*_situacijas redaktiira;
59.3. kartes lapas tehniskaja lietd ievieto *.dgn formata faila izdruku ar parakstu, ta
atSifréjumu un datumu.
60. Regiona nodalas vaditajs akcepte WORK sistéma uzdevuma izpildi.

61. LaboSana péc otras korektiiras uzskatama par pabeigtu, ja darbinieks, kur§ veic
korektiiru, ir akceptgjis kludu labojumu.

X. Situacijas redaktiira

62. Pirms situacijas redaktiiras uzsakSanas Regiona nodalas vaditajs attiecigas
kartes lapas tehnisko lietu, kura ir pirmas korektiiras, lauka darbu, otras korektliras
izdrukas, ka ari lauka darbu fotografijas, ar pavadzimi iesniedz Lielméroga karSu nodalas
vaditajam.

63. Situacijas redaktiiru Lielméroga karSu nodalas vaditajs ar uzdevumu WORK

uzdod karSu redaktoram.

64. Redaktiiru veic saskana ar topografiskas kartes méroga 1: 10 000 visparigajam
prasibam un $o noteikumu prasibam.

65. Redaktiiras merkis ir:
65.1. nodrosinat kartes kvalitati un informacijas atbilstibu kartes méroga prasibam
un situacijai apvidi, ka arT kartes toponimiskas informacijas pareizibu.

65.2. nodroSinat viendabigu apvidus situacijas att€losanu kartg;

65.3. piepemt lémumus domstarpibu gadijumos, kas saistiti ar apvidus situdcijas
att€loSanu kartes sagatavoSanas vai aktualizacijas procesa.
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66. Redaktiiras nosacijumi:

66.1. situacijas redaktliru veic datu faila, izveidojot jaunu informacijas limeni —
redaktiira;

66.2. referencé nem aktualakas ortofotokartes un topografiskas kartes blakus kartes
lapas, faila papildus atver darba logus ar papildmaterialiem (Raster Manager);

66.3.ka papildmaterialus tiek izmanto lauka apsekoSanas un korektiras
materialus;

66.4. redaktors no konstatétas kltdas vietas kartes lapa izveido digitalu noradi, lai
paradttu, ka kladu jalabo.

67. Pabeidzot situacijas redaktiiru, redaktors, kuram dots darba uzdevums:

67.1. WORK sistema veic ierakstu par darba pabeigSanu;

67.2. digitali parvieto karti *.dgn formata uz nakamo kartes aktualizacijas procesu
darba procesu kataloga — P* laboSana péc situacijas redaktiiras;

67.3. kartes lapas tehniskaja lieta ievieto *.dgn formata situacijas redaktiras faila
izdruku ar parakstu, ta at$ifréjumu un datumu.

68. Lielmeroga kar$u nodalas vaditajs akcepte WORK uzdevuma izpildi.

69. Kartes laboSanu péc situacijas redaktiiras saskana ar redaktora noraditajam
kliadam veic Regiona darbinieks, kuram Regiona nodalas vaditdjs devis uzdevumu
WORK.

70. Pabeidzot laboSanu péc situacijas redakttiras, darbinieks, kuram dots darba
uzdevums:

70.1. WORK sistema veic ierakstu par darba pabeigSanu;

70.2. digitali parvieto karti *.dgn formata uz nakamo kartes aktualizacijas procesu
darba procesu kataloga — P* topologiska sakarto$ana;

71. Regiona nodalas vaditajs akcepte WORK sistéma uzdevuma izpildi.

XI. Topologiska sakartoSana

72. Topologisko sakarto$anu veic Regiona darbinieks, kuram Regiona nodalas
vaditajs devis uzdevums WORK $im procesam atbilstosa direktorija P* _topologija.

73. Linijveida objektu topologiska sakarto§ana javeic, saglabajot atribiitu
informaciju, ko nodroSina riki no Topologiska tiriSana paletes (22.att.).

Topologiska tirisana (=)
| = ‘ f : ”
B F L K|t Q6] @
22.att

74. Topologijas riki, atkariba no to funkcijam, darbojas reZimos: visa faila
skengSana, Zoga, atlasitie elementi (23.att.);

Rika nosaukums Darbibas rezims
Visa faila
zizd: | Segmentét konturdaloSos objektus .
- g L skené$ana
@ Segmentéet Visa faila
7 | Konturu ierobezojosa linfja 8 | skendSana
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Rika nosaukums Darbibas rezims
=£%- | Segmentet celu asis s taila
v - skeneSana

Visa faila
=L | S tet idenstedu asi
=i | Segmentét tdensteCu asis skensiana
Visa faila
— g
#- | Segmentét dzelzcelus skengsana
Visa faila
o= o e
=# | Segmentet caurulvadus skengana
- Visa faila
—i- g T
+- | Segmentét elektrolinijas skengtana
/ anorad g
7= | Segment&t ar elementu J_a norada Koncretas
Iinijas
£ | Segmentet ar sevi krustojosas linijas Zogs
& | Izdzest dubultos elementus Zogs
—1> | Meklet atstarpes starp linijam Zogs
—T" Meklet nenoslégtas linijas Zogs
. Vi '
--o- | Mekl€t upes ass virzienu kltdas 1sa_v faila
skeng&Sana
& | Parbaudit topologiju Zogs
\»9 Poligonu kolekciju parbaude Vlsa_v faila
sken&Sana
ua Sadalit poligonu kolekciju Atlasitie elementi
Q Meklét Iiiju fragmentus Zogs
®q | Atribltu saiu vizuala parbaude Vlsa_v faila
sken€Sana
L7 Topologiskas sakarto$anas instrukcija

23.att.

75. Kvalitativas finalapstrades veik$anai ir nepiecieSama pamatdatu konttirdaloSo
objektu topologiska sakartoSana. Tas mérkis ir panakt Iiniju reZga un centroidu atbilstibu
daudzstiiru topologiskajam prasibam.

76. Kontiirdalo$o objektu topologiskas sakartosanas darbu seciba:

76.1. Parbauda, vai kads no linijveida objektiem nav daudzstiiru poligons (Shape,
Complex Shape). Ar Select By Attributes 1iku atlasa elementus: shape, complex shape. Ar
Drop Element rikiem tos parveido par Line String elementiem(24.att.);

Groups - Main Task (=]
[l o R %o
Q} Drop Element [Ei C::i 11

Complex

[”] Dimensions m
Line Strinas/Shapes

(7] Multi-lines

[] Shared Cells (To Geomety ¥

D Text
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24 att.

76.2. Ar Select By Attributes riku atlasa elementus, kuri ir kontiirdalo8i, bet
nepaklaujas topologiskajai apstradei: ellipse, arc, B-spline curve. Ar Facet Curve riku tos
parveido par Line String elementiem (25.att.);

e

¢} Facet Curve i_':l,{ ® | R

Method: [Max. Chord Height v ]

Facet To: [Line Slyini_ 4

Curve Utilities [ Height: | 00—50 ‘

s @ 81 ] Keep iiginal
59 ’QL—'/'VN Sl

25.att.
76.3. Ta ka visiem elementiem jabiit registrétiem ka objektiem, tad ir javeic
objektu atriblitu saiSu vizuala parbaude ar riku Atribitu saisu vizuala parbaude (Attribute
Masking) no Topologiska tirisana riku paletes (26.att.).

Topologiska tirfsana (]

Q=g F P B |+ b o | Qe R @

) Attribute Maski... {:_5_] c] ‘

Mode [Mative Features v

Target (Select View v

[l (Modfied ]
26.att.

76.3.1.Vari€jot Attribute Masking modi ka Native Features vai None, veic pamatdatu
faila grafisko elementu parbaudi.

76.3.2. Elementiem, kuriem neuzradas objektu atribiti, pieSkir attiecigo objektu
nozimi. Rezultata visiem elementiem jabit atpazistamiem ka objektiem (Native Feature).

76.4. Uzstada tadu aktivo limeni, kura neatrodas neviens elements. Piesledz tikai tos
objektus vai objektu limenus, kuri ir kontiirdalosi (skat. 76.22.). Limenu pieslégSanai var
izmantot paleti Paligriki->Finalapstrade->Limenu atlase (27.att.).

Limenu atlase (2]

H e au AL ¢ o | EEH
27 .att.

76.5. Linijveida objektus, kas krustojas ar sevi, sadala segmentos, uzliekot Zogu un
aktivizgjot riku Segmentét ar sevi krustojosas linijas no Topologiska tirisana riku paletes
(28.att.).

Topologisk tirisana (8]

@ Q=pmp sy g | ZfH X |+ | Qe[ 4] @

28.att.

76.6. KontiirdaloSos linijveida objektus, kas krustojas sava starpa, sadala segmentos
izmantojot riku Segmentét kontiardaloSos objektus no Topologiska tirisana riku paletes
(29.att.).
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76.7. 1zdzes dubultos elementus (dublikatus), ap kontiirdaloSajiem objektiem apliekot
zogu un aktiviz€jot riku lzdzest dubultos elementus no Topologiska tiriSana riku paletes vai
Key-in komandrinda ierakstot fence delete duplicates un apstiprinot, ar peli noklikSkinot
faila (30.att.).

ke =
Y —

30.att.

76.8. 1zdzes celu un gravju galus arpus kartes lapas malam un ari lapas ietvaros.
Zonu malas saskano ar blakus lapam, pieslédzot blakus karSu lapas ka paligfailus
(references).
76.9. Posmos, kur zonétie celi un brauktuves Skérso Krasta linija_pastaviga,
tidensteCu malam nomaina objekta nozimi uz Krasta_linija_neredzama.
76.10.Krasta_linija_neredzama nav kontiirdalo$s objekts, tap&c pie turpmakam
topologiskajam darbibam to atslédz.

76.11. No Topologiska tiriSana paletes izvelas riku “Meklét atstarpes starp linijam”,
pirms tam apliekot elementiem Zogu. P&c komandas izpildes Default limeni automatiski
iezimésies apli ar atrastajam klidam.

76.12. Ar Modify riku palidzibu izlabo visas atzimétas kltidas (31.att.).

Modify - Main Task &
ErS ey Gt e (TS o

31.att.

76.13. Rika Segmentét konturdaloSos objektus darbiba var aizpemt vairakas minites
(atkariba no elementu skaita), tadel, ja kludu skaits nav liels, pie atkartotas elementu
segmentéSanas var izmantot manualo reZimu Segmenteét ar elementu (32.att.).

Topologiska tirana [

G Q=m4-puEe| -+~ v |Qd(Q M@
) Break Element [ = | @ [[23]

o5 ¢ ]

32.att.

76.14. 1zdzes kludu aplus, 76.11.un 76.13. punktos aprakstitas darbibas atkarto tik
ilgi, kamer netiek uzradita neviena kluda.

76.15. No Topologiska tirisana paletes izvélas riku “Mekléet nenoslégtas linijas”,
pirms tam apliekot elementiem Zogu. Péc komandas izpildes Default limeni automatiski
iezimésies apli ar atrastajam kludam.

76.16. Ar Modify riku palidzibu izlabo visas atzimétas kludas.

76.17. 1zdzes kladu aplus, 76.15. un 76.16. punktos aprakstitas darbibas atkarto tik

ilgi, kamer netiek uzradita neviena kluda.

76.18. Laukumos, kuros triikst centroidu, saliek sekojosus, pieméram:
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Upém (centroids_Upe);
Gravjiem (centroids Gravis_kanals),
Viensé&tu apbiivei (centroids Viensetu_apbuve);
Pargjam zemém (centroids Parejas _zemes).
76.19. Centroidu salikSanai var izmantot paletes:
Topo10 objekti -> Autocelu centroidi;
Topo10 objekti -> Apbiives centroidi;
Topo10 objekti -> Hidrografijas centroidi;
Topo10 objekti -> Vegetacijas centroidi.
76.20.Pédeja un vissvarigaka parbaude, kurd noskaidrojas, vai datu kopa atbilst
sakartotas topologijas prasibam, ir datu topologiskas kvalitates parbaude. To veic, uzliekot
zogu, aktivizgjot riku Parbaudit topologiju no Topologiska tiriSana paletes un apstiprinot,
ar peli noklikskinot faila (33.att.).

Topologiska tirisana =]
i Q=g v p-ag| 2 1 [ b o[m] Qo[ ] v @)
33.att.

Sirika darbibas rezultati paradas rezultatu loga.

Topologija ir sekmigi uzbuvéta tad, ja Cetras pazinojumu rindinas parada rezultatu 0.

Kludu gadijuma TOPOLOGIJAS KLUDAS limeni paradisies uzraksti ar sekojoSu nozimi:

multA - vienam centroidam atbilst vairaki poligoni;

multC - vienam poligonam ir vairaki centroidi;

noA - centroidam neatbilst neviens poligons;

noC — poligona neatrodas neviens centroids;

unuB - lieks grafikas elements, kur§ neietilpst neviena poligona.
76.21.Atzimétas kludas izlabo un atkarto Parbaudit topologiju, 1idz kludas netiek

uzraditas.
76.22 KontiirdaloSie objekti:

Celins_gajeju_mala

Cels_apbuveta_teritorija_mala

Cels_atrumsaciksu_trase mala

Cels_ciets 5 lidz 7 5m_mala

Cels_ciets autostrade mala

Cels_ciets lidz_5m_mala

Cels_ciets_plataks 7 5m_mala

Cels_grants 5 lidz 7 5m_mala

Cels_grants lidz 5m_mala

Cels_grants plat 7 5m_mala

Cels_stavlaukums mala

Konturu_ierobezojosa_linija N

Konturu_ierobezojosa_linija Pk

Konturu_ierobezojosa_linija Z

Krasta linija juras

Krasta linija_nepastaviga

Krasta linija_nostad baseins

Krasta linija_pastaviga

Krastmala nostiprinata

Ramis_lapas
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Stiga plataka par 5Sm
Udenstilpes_nodalosa_linija.

77. Linearo objektu asu topologiskas apstrades seciba:
77.1.1lai visas celu u.c. linedaro objektu asis pieslégtu vienlaicigi, datu &rtakai
apstrade1 1zmanto leeglu atlases paletl Paligriki -> Finalapstrade -> Limenu atlase

T vz-

imenu

ﬁ{é—ar—a-'a a*’ai DKL 0 ?lisﬂ'l!mﬁ

34.at.
77.2. 1ai parbauditu un izlabotu celu asu atbilstibu topologijas prasibam, veic tadas
paSas darbibas, ka ar kontiirdaloSajiem objektiem (76.1.-76.17.punkts), tikai Iiniju
segmentesanal izmanto Segmentet ce]u asis no Topologiska tiriSana riku paletes (35.att.)

ﬂs&@z:z;%—-q-“-&%l?i’?@l Bt -w|Re|] MO
35.att.

77.3. izlabo atzimétas kliidas, kuras attiecas uz liniju savienojumu vietam un
krustpunktiem. Ignoré atzimétas klidas uz liniju galiem (36. attéls);

‘-'-_———-

36. att.

77.4. hidrografijas asim javeido vienots tikls; lai parbauditu un izlabotu
hidrografijas asu atbilstibu topologijas prasibam, veic tadas paSas darbibas, ka ar
kontardalo$ajiem objektiem (76.1.-76.17.punkts), tikai Iiniju segment&Sanai izmanto
Segmentet idenstecu asis no Topologiska tirisana riku paletes;

77.5. lai parbauditu, ka upes asis ir savienotas pareizi to tecéSanas virziena, izmanto
riku Meklét upes ass virziena klidas no Topologiska tirisana paletes (37.att.), kas izveidos
limeni TOPOLOGIJAS VIRZIENU PARBAUDE, kura ar apliem tiks atzim€tas upju
asu saskarsanas v1etas ar pretejl tec€Sanas virzienu.

%@:_é_.—_sé__.;*ﬂqﬁ_ﬁ':i}g(lj —‘f«: ..... Ml&‘“’i@“l@)

37.att.

77.6. upju virzienu kladu gadijuma, jaieselekte upes ass, kurai vélas mainit virzienu
un jastarté Mainit linijas virzienu riku no Paligriki ->Dazadi riki ->Dazadi riki paletes;

77.7. gadijumos, ja apla noraditaja vieta kltida nav konstatéta, tad $o vietu ignor€ un
izdzes kltdu apli;

77.8. atkarto darbibas 77.5.-77.7. lidz vairs nav upes tec€Sanas virzienu kltdu;

77.9. dzelzcela linijam ir javeido vienots - noslégts tikls; lai parbauditu un izlabotu
dzelzcela Iiniju atbilstibu topologijas prasibam, veic tadas paSas darbibas, ka ar
kontiirdalo$ajiem objektiem (76.1.-76.17.punkts), tikai liniju segmenteSanai izmanto
Segmentét dzelzcela linijas no Topologiska tiriSana riku paletes (38.att.)
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__1'

Topnlogxska tmsana AR e ; s e
& ot P E R 7 e 18 ok 1w
38.att.

77.10. caurulvadiem ir javeido vienots - noslégts tikls; lai parbauditu un izlabotu
caurulvadu atbilstibu topologijas prasibam, veic tadas paSas darbibas, ka ar
kontirdalosajiem objektiem (76.1.-76.17.punkts), tikai linijju segmentéSanai izmanto
Segmentet cauru]vadus no T opologzska tzrzsana riku paletes (39 att. )

Topolodiska tinsana

AQ =

".«

el 2 8 @ QR @

39.att.

77.11. elektroliijam ir javeido vienots - noslégts tikls; lai parbauditu un izlabotu
elektroliniju atbilstibu topologijas prasibam, veic tadas paSas darbibas, ka ar
kontirdalo$ajiem objektiem (76.1.-76.17.punkts), tikai Iiniju segment€Sanai izmanto
Segmentet elektrolmz]as no T opologzska tiriSana riku paletes (40 att. )

f Tapologiska tlrlsana

.-":"f!".;:‘ T e - ."-. n e
QD=

-d gt

40.att.

78. Laukumveida apbiives un saimnieciskie objekti jaatt€lo ar Polygon
Collection elementa tipu, kas sevi var ieklaut tikai vienu Shape vai Complex Shape
elementu (41.att.);

----- “6 Palygon Collection : Native Feature : build_A
% Shape : Native Feature : build_&

et e

41 .att.

79. Izp€muma gadijums ir objekts, kas var saturét sevi caurumus, pieméram,
Eka, tada gadijuma poligonu kolekcija ietilps Shape, kas veido argjo kontiiru un Shape, kas
veido caurumu;
79.1. lai parbauditu poligonu kolekcijas, veic sekojosas darbibas:
79.1.1. aktivizé€ Poligonu kolekciju parbaude riku no Topologiska tirisana
riku paletes (42.att.);

Topologiska tirisana
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79.1.2. dialoga loga Poligonu kolekciju parbaude spiez uz komandpogas
Meklet, ja riks konstatés kludas, tad dialoga loga paradisies elementu saraksts, kurus var
pietuvinat un vizuali parbaudit.

79.1.3. konstatéjot k]idainu poligona kolekciju, to var izlabot, ieselekt&jot
elementu un aktivizéjot Sadalit poligonu kolekciju riku no Topologiska tiriSana riku
paletes (43.att.);

Topologiska b ; £
B Q= wep | F ol H v bR @
43 att.

79.1.4. poligonu kolekciju parbaude javeic ieveérojot 79.1.1.- 79.1.3.

punktos aprakstitas darbibas lidz bridim, kamér netiek uzradita neviena klida.

80. Pabeidzot topologisko sakarto$anu, darbinieks, kuram dots darba uzdevums:

80.1. WORK sistéma veic ierakstu par darba pabeigSanu;

80.2. Topologiski sakartotus datus novieto nakamajam procesam atbilstosa
direktorija P* kartes vizualizacija.

81. Regiona nodalas vaditajs akcepte WORK sist€ma uzdevuma izpildi.

XII. Kartes vizualizacija

82. Kartes vizualizaciju veic Regiona darbinieks, kuram Regiona nodalas
vaditajs devis uzdevumu WORK.

83. Pamatnes poligonu (autocelu, hidrografijas un zemes lietojuma) izveide:

83.1. vizualiz€Sanai izmanto riku  Paligriki->Finalapstrade->Pamatnes
aizkrasosana, kas izveido poligonus ar atbilstosi objektam defin&tu limeni, krasu, stilu un
atribiitu informaciju;

83.2. darbiniekam japarliecinas, ka ir aizkrasota visa karSu lapa un nav tukSumu. Ja
konstaté tukSumus, tad parliecinas vai ir noslégtas konttirdaloSo objektu linijas un ievietoti
atbilstosie centroidi, nepiecieSamibas gadijuma veic labojumus, ievieto centroidus, izdze$
visu poligonus un atkartoti veic 83.1-83.2. punktos noraditas darbibas;

84. Purvu, séklu, meldraju ideni poligonu izveide:

84.1. vizualizéSanai izmanto r1iku Paligriki->Finalapstrade->Purvu, sékju,
meldraju ud. aizkrasoSana, kas izveido poligonus ar atbilstosi objektam definétu limeni,
krasu, stilu un atribiitu informaciju;

84.2. darbiniekam japarliecinas, ka izveidotie daudzstiru poligoni atbilst
Kontiru_ierobezojosa_linija_S, Ramis_lapas kontliram un centroidiem:
centroids_Meldrajs_udeni, centroids _Parpurvota_zeme, centroids_Purvs _augstais,
centroids Purvs_meza, centroids Purvs zemais, centroids Seklis. ~NepiecieSamibas
gadijuma veic labojumus, ievieto centroidus, izdze§ visu purvu, s€klu, meldraju Gdeni
poligonus un atkartoti veic 84.1-84.2. punktos noraditas darbibas;

85. Hidrografijas poligonu atribiitu ievade:
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85.1. hidrografijas objektiem poligons_Ezers, poligons_Dikis,
poligons Udenskratuve atribiitu datu lauku aizpildiSanai izmanto riku Command Manager
-> Edit (44.att.)

& Command u , x|

A

El,__) Apbiive
7-) Autoceli
-7 Centioidi un palighinijas
’+r ) Dzelzce)i

__‘} InZeniertiklh

1) Geodgziskie punkti

{2) Hidrografija
{0) Purvi un parmitras vietas
77 Reljefs
&) Robedas
§-7) Saimnieciskie objekti
A Tilti un parceltuves
@) Vegdetacija
&0 Vietvardi
@-0) Zemes listojums (segums)

+]

Q2

N

44 att.

85.2. peéc Command Manager -> Edit funkcijas aktiviz€Sanas un izveleta
hidrografijas objekta ieselekt€Sanas, atversies Labot hidro A dialogs (45.att.), kura péc
atriblitu datu lauku NAME, VDB _NAME un VDB _ ID aiz 11dlsanas jaspiez OK.

i Labok hidro_ & i -’\ | ]__[
BRI Hlroioons Ezors =

Pamatnosaukums [VDB objekta D]
VDB pataugs: [Abefezers (753038 [¥]
NAME: El}ejg;gr;
VDB_NAME: [Bbelezers
VDB_ID: [75303

|7 Atzimg; ja i kudojama Tdenstilpe
[V Atzimg, ja izmérs atbilst specifikacijai
DATASOURCE: [orofote 7]

Bl e

45.att.

85.3. atributu datu lauku aizpildiSanu veic visiem hidrografijas objektiem
poligons_Ezers, poligons Dikis, poligons Udenskratuve, kuriem ir zinams tdenstilpes
nosaukums.

86. Pabeidzot kartes vizualizaciju, darbinieks, kuram dots darba uzdevums:

86.1. WORK sistéma veic ierakstu par darba pabeigSanu;

86.2. Vizualizacijas darba rezultats ir vizualiz€ta karte ar aizkrasojumu, kuru
darbinieks novieto nakamajam procesam atbilstosa direktorija P*_finalredaktura.

87. Regiona nodalas vaditajs akcepte WORK sistéma uzdevuma izpildi.
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XIV. Vizualizacijas redaktura

88. Vizualizacijas redaktoru Lielméroga karSu nodalas vaditajs ar uzdevumu
WORK uzdod kar$u redaktoram.

89. Vizualizacijas redaktiiru redaktors veic saskana ar topografiskas kartes méroga
1:10 000 visparigajam prasibam un $ajos noteikumos noteiktajam prasibam.

90. Redaktors veic kartes prasibam nepiecieSamas informacijas att€loSanas,
aizkrasojuma un vizualizacijas parbaudi.

91. Pabeidzot vizualizacijas redaktiiru, redaktors, kuram dots darba uzdevums:

91.1. WORK sistéma veic ierakstu par darba pabeigSanu;

91.2. digitali parvieto karti *.dgn formata uz nakamo kartes aktualizacijas procesu
darba procesu kataloga — P* laboSana péc vizualizacijas redaktiiras;

91.3. kartes lapas tehniskaja lieta ievieto *.dgn formata vizualizacijas redaktiiras
faila izdruku ar parakstu, ta atifré§jumu un datumu.

92. Lielméroga kar$u nodalas vaditajs akcepteé WORK uzdevuma izpildi.

93. Kartes laboSanu péc vizualizacijas redaktiiras saskapa ar redaktora
noraditajam k]idam veic Regiona darbinieks, kuram Regiona vaditajs devis uzdevumu
WORK.

94. Pabeidzot labo$anu péc vizualizacijas redaktiiras, darbinieks, kuram dots darba
uzdevums:

94.1. WORK sistema veic ierakstu par darba pabeigSanu;

94.2. digitali parvieto karti *.dgn formata uz nakamo kartes aktualizacijas procesu
darba procesu kataloga — P*_kartes pienemsana.

95. Regiona nodalas vaditajs akcepte WORK sisteéma uzdevuma izpildi.

96. Ja redaktors konstaté, ka kartes labo$ana péc vizualizacijas redaktiiras veikta
bez kltidam, tad:

96.1. digitali parvieto karti *.dgn formata uz nakamo kartes aktualizacijas procesu
darba procesu kataloga — P* datu kontrole;

96.2. kartes lapas tehniskaja lieta ievieto *.dgn formata kartes pienems$anas faila
izdruku ar parakstu, ta atSifréjumu un datumu.

XV. Datu kontrole

97. Péc kartes pienemsSanas Lielméroga karSu nodalas vaditajs WORK dod
uzdevumu Lielmé&roga karSu dalas kartografijas inZzenierim datu kontroles veikSanai.

98.Lielméroga kar3u dalas kartografijas inZenieris digitdlo datu tehnisko parbaudi
veic saskana ar topografiskas kartes méroga 1:10 000 visparigajam prasibam un Sajos
noteikumos noteiktajam prasibam, veicot darbibas noteikta seciba:

98.1. izveido parbaudamas karSu lapas datnes rezerves kopiju;

98.2. kar3u lapas datnei:
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meklé elementus bez Feature,

Tz | e Al x|

AR =] o

parbauda Feature atbilstibu noteiktajam limenim,
EAE= 4 ot

, AR 47 att.

- salidzina tekstu atbilstibu vektoru datné un datu bazg,
] ‘—j 9 'Q 48. att.

- parbauda celles izméru,

| B R (B - k|
w28 .,

mekl€ poligonu kop&Sanas rezultata izveidojusas poligonu kolekcijas,

EEEEEE

- parbauda pareizu saisinagjumu lietoSanu paskaidrojoSaja teksta,
|BEEEm| ] QY Q]

] .att.

parbauda tekstos starp vardiem lietotas paredzétas atstarpes;
J “j 9 52.att.

98.3. parbauda datu sakritibu uz karSu lapu malam;
98.4. kartes lapas elementiem veic sekojoSas topologiskas parbaudes:
- konturdalo$ajiem elementiem pilnu topologisko parbaudi;
- sarkanajam linijam — nenoslégto liniju un topologijas parbaudi;
a- Ity [;_7{
- ' B _?0 l 53.att.
- kontiirdalo$ajiem elementiem dz€S§ dubultos elementus;

-

o 1 54.att.

- celu asim — nenoslégtas linijas;

- s

- Udenu astm — nenoslégtas Imijas;

- _T-o 56.att.

- upju asim parbauda idens tec€Sanas virzienu pareizibu;

T

- 57.att.
98.5. parbauda, vai elektrolinijas, caurulvada, dzelzcela linijas, militara poligona
robeza lapas ietvaros veido vienotu liiju virkn€jumu;
- atseviSku posmu apvienoS$anai izmanto riku Connect Linework.

_pil 58.att.

98.7. parbauda poligonu sakritibu ar blakus lapas esoSajiem poligoniem;
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98.8. parbauda viensétu nosaukumu atbilstibu Valsts AdreSu registra (turpmak
teksta — VAR) registrétajiem nosaukumiem;

98.9. apdzivoto vietu nosaukumus salidzina ar Adresu registra un Vietvardu datu
bazg registrétajiem nosaukumiem, parbaudot iedzivotaju skaita atbilstibu apzim&jumam.

98.10. parbauda ielu un celu (roadax L) nosaukumu (datu lauku STREET un
INDEX) atbilstibu grafiskajiem datiem;

98.11. parbauda celu un Gdenstecu asu atbilstibu attiecigajiem poligoniem;

98.12. parbauda celu asis un malas, jo celu tiklam jabut vienotam un malam
noslégtam, ka arT to atbilstibu viens otram;

98.13. parbauda tidenstecu asis un malas, jo tidenstecu asu tiklam jabut vienotam un
malam noslégtam;

98.14. Gdensteces asij, kas iet cauri ezeram, dikim, gravim, feature ir “gravis virs
12 m” vai “upe virs 12m” atkariba no ta, kada tdenstece (gravis vai upe) ietek Gidenstilpg;

98.15. meklg, vai eékas méroga (Eka M) nav uz brauktuves;

98.16. mekle simbolu Parpurvota zeme arpusM tidens poligonos (poligons_Dikis;
poligons Ezers; poligons Udenskratuve; poligons_Upe)

un purva poligonos (poligons Parpurvota zeme;
poligons_Purvs meza;poligons_Purvs_zemais).

99. Karsu lapas elementiem Topo 10 datu bazg:

99.1. dzes nulles garuma linijas,

99.2. parbauda 1so liniju un laukumveida objektu nepiecieSamibu un atbilstibu
minimalajam platibam un garumiem (orientiera gadijuma platiba var biit par 20% mazaka,
nosacijums neattiecas uz poligoniem, kuri atrodas uz kartes lapas malas un turpinas blakus
lapa, ka arT konttiram ko sadala idensteces),

99.3. parbauda DATASOURCE, TYPE, NAME, VDB NAME, ROAD LEVEL,
STREET, INDEX kolonnas aizpildiSanu atbilsto§i So noteikumu 4.pielikumam
(Topografiskas kartes M 1:10 000 datu lauki), pieverSot uzmanibu sekojoSam darbibam:

99.3.1. cela un tilta sakritibas vieta parbauda tilta malas (brige L) parbauda datu
lauku ROAD LEVEL (atlauta veértiba 1vai 2);

RN

e T S R R RS TR

ata Browser — T 0 e
) b B B U B V| i
bound L] © bound P bidge L | © bridge P| [ buldA| o buid P| () buidup A| = bu
FNAME FCODE FUNCTION | s0DBLID ROAD_LEVEL || D2
> Tits_mal B10E0T0100 Nedefingts 1 2m
Tiks_mala g10zmaico Nedefingts 1 2
60.att.

99.3.2.parbauda viensétu nosaukumu (buildup T) datu lauka DATASOURCE
aizpildijumu (DATASOURCE AR lieto tikai tad, ja nosaukums atbilst ierakstam VAR);

L2 3 REED]F

T < ceniT]  foal] o fowP| | hdel]( hidoa|  hdol] o ko P| o hdoT]

FNAME FCODE NAME | VDB_NAME | VDB_ID | DATE_CREATED DATE_EDIT‘D DATASCIUHlt B

» Viensetas nag | 5102030000 Kalgjini 2017.03.10. 10:0.. {2017.0210.10:0_. [AR 31
I 1setas n 5102030000 Dikas 2017.0310 10:0.. | 2017.0310.10:0... |AR 31
61.att.

99.3.3. ja kartes lapa Gdenstilpei, pieskirts nosaukums (hidro_T), tad parbauda, vai
fidenstilpes poligonam (hidro A) ir aizpilditi datu lauki NAME,VDB NAME un

VDB_ID;

Lidzigi parbauda Hidro P (avots, arpusméroga krace, baka, ugunszime, virsiidens

akmens), Hidro L. (krace, udenskritums), Terra P (akmepu kravums,
Bound P(robezzime), Object A (lidlauks, helikoptera laukums,
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izgaztuve, izraktenu ieguves vieta), Object P (fidensdzirnavas, v€jdzirnavas) un Flora P
(lapu koks, skuju koks). Ja kartes lapa iepriekSminétajiem objektiem ir nosaukums,
parbauda vai ir aizpilditi datu lauki NAME,VDB NAME un VDB_ID.

99.3.4. parbauda sliezu cela (rail L) datu lauka ROAD_LEVEL vértibas tilta

(vertiba 1vai 2) un tunela (vertiba -1) sakritibas vieta;

99.3.5. parbauda cela malam (road L) datu lauka ROAD LEVEL vértibas vértiba

0);

99.4. parbauda BASENAME kolonnas aizpildiSanu;

100. Pabeidzot datu kontroli, kartografija sinzenieris, kuram dots darba uzdevums:
100.1. WORK sistema veic ierakstu par darba pabeigSanu;
100.2. digitali parvieto karti *.dgn formata uz nakamo kartes aktualizacijas procesu
darba procesu kataloga — P* datu pienemsSana;
100.3.kartes lapas tehniskaja lieta ievieto papira izdruku ar parakstu, ta atSifréjumu
un datumu, uz kuras ir datu kontroles piezimes.

101 Lielméroga kar$u nodalas vaditajs akcepte WORK uzdevuma izpildi.

102. Faila labojumus, kas nav darbietilpigi, ar informativam noradém veic
Lielméroga karSu nodalas kartografijas inZenieris, bet, ja darba apjoms ir ievérojams, failu
*.dgn datu formata ar noradém parvieto uz nakamo kartes aktualizacijas procesu darba
procesu kataloga — laboSana p&c datu kontroles.

103.Kartes laboSana p&c datu kontroles saskapa ar Lielm&roga karSu nodalas
kartografijas inZeniera noradém veic Regiona darbinieks, kuram WORK dots
uzdevums.

104. Pabeidzot labosanu péc datu kontroles, Regiona darbinieks, kuram dots darba
uzdevums:
104.1. WORK sistéma veic ierakstu par darba pabeigSanu;
104.2. digitali parvieto karti *.dgn formata atpaka] uz kartes aktualizacijas procesu
darba procesu kataloga — P*_datu kontrole;

105. Lielméroga karSu nodalas vaditajs WORK dod darba uzdevumu
Lielmé&roga karSu nodalas kartografijas inZenierim veikt kltidu labojuma piepemsanu.

106. Pabeidzot klidu labojuma pienemsSanu, kartografijas inZenieris, kuram dots
darba uzdevums:

106.1. WORK sistema veic ierakstu par darba pabeigSanu;

106.2. Vecakais kartografijas inZenieris izveido bloku no aptuveni 20 datu kontrol€
izskatitam lapam, parbauda blokam kopuma topologiju, saskano kar$u lapu malas;

106.3. galvenais karSu redaktors parbauda katras bloka esoSas kartes lapas saturu
un saskano objektu sakritibu ar blakus esoso kartes lapu objektiem;

106.4. kad viss bloks ir parbaudits, vecakais kartografijas inzenieris digitali
parvieto kartes *.dgn formata uz nakamo kartes aktualizacijas procesu darba procesu
kataloga — P* datu piepemsana.

XVI. Datu pienemsana
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107. Datu pienemsanu veic GIS un IKT nodalas Telpisko datu administréSanas un
kontroles dalas (turpmak — TDAKD) specialists, kuram Dalas vaditajs devis uzdevumu
WORK.

108. Lielméroga karSu nodalas vaditajs nodod Telpisko datu administréSanas un
kontroles dalas vaditajam kartes lapas tehnisko lietu ar kartes lapas izdrukam. Kartes lapas
digitalie dati *.dgn datu formata ir pieejami direktorija P* datu pienemsana, kas
nodroSina aktualas informacijas apriti starp procesa iesaistitajam struktiirvienibam.

109. Telpisko datu administréSanas un kontroles dalas specialists parbauda datus
saskapa ar topografiskas kartes méroga 1:10 000 visparigajam prasibam un S$ajos
noteikumos noteiktajam prasibam.

110. Atverot failu apskata Message Center pazinojumus, vai Microstation nezino
par kladam faila. Izpémumi uzraditas klidas “Replace missing True type font [Arial
Narrow] with [Arial]”

ol

& Message Center

[\ Replaced missing TrueType font [Anal Narow] with [&rial].
L\ Replaced missing TrueType font [Garamond] with [Arial].

Message Details

Replaced missing TrueType font [Arial Narrow] with [Arial]. Some text may not display correctly. Make sure that the
True Type Font is installed in the system, Fallback fonts are specified in the Font Configuration File.

61.att.

un “Replace missing True Type font [Garamond] with [Arial]”.
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&) Message Center sy ARl =loix]

?!‘3 Replaced missing TrueType font [Arial Narrow] with [Arial].
i\ Feplaced missing TrueType font [Garamond] with [Aral],

Message Details

Replaced missing TrueType font [Garamond] with [Arial]. Some text may not display correctly. Make sure that the
True Type Font is installed in the system. Fallback fonts are specified in the Font Configuration File.

62.att.

Kludas pazinojums, kas jalabo - Duplicate current version xfm root-feature element.
Elementiem ar dazadiem ID numuriem pieskirts viens Root UUID/Feature UUID kods,
kas nelauj tos konvertét. So klidu labo, atrodot elementus péc to ID [Paligriki ->
Dazadi riki -> Meklet elementus ar ID] un atkartoti pieskirot pareizos atribiitus.

’i'_, Message Center

!\ Replaced missing TlueT ype fonl [Anal Nanow] wnh [Arial].
__\_‘ Replaced missing TrueType font [Garamond] with [Arial].

Message Details

Feature: road L

Root UUID = d7e47025-2410-4bdf-858d-26496a25e53f

File: 3233-55.dgn, ModellD: 0, Root Yersion(2) Type(4) Element!D: 64185, Duplicate Version(2) Type(4)
ElementID: 64470, XFMError: 1025

63 .att.

111.Pirms darba sak3anas izveido jaunu DGN failu un sapemto datu piepemsanas
failu iekope no references, lai izvairitos no klidam un liekiem elementiem.

112. Parbauda, vai faila nav kontiirdalo$i elementi, kas nepaklaujas topologiskajai
apstradei. Nepareizi elementi faila nelauj pareizi Skelt elementus un korekti aizkrasot failu,
ka arT veikt datu konvertaciju. Ar paletes Select by Attributes palidzibu konstate, vai faila ir
sekojosi elementi: arc, B-spline, B-spline surface, complex shape, complex chain, curve,
elipse, text nodes. Ja tiek konstatéti neatbilstosi elementi, tos labo vai norada kludas.

113. Meklg elementus bez ficeriem [Paligriki -> Dazadi riki-> Datu kontrole ->
Elementu bez ficeriem parbaude].

114. Parbauda ficeru atbilstibu limenim [Paligriki -> Dazadi riki-> Datu kontrole ->
FiCeru-limenu parbaude].

115. Tekstu sakritibas parbaude [Paligriki -> Dazadi riki -> Datu kontrole ->
Tekstu parbaude].

TOPOGRAFISKAS KARTES MEROGA 1:10 000 TEHNISKIE NOTEIKUMI 35



116. Parbauda cel]u izmérus [Paligriki -> Dazadi riki -> Datu kontrole -> Celles
izmeéra parbaude].

117. Poligona kolekciju parbaude [Paligriki -> Dazadi riki -> Datu kontrole ->
Poligona kolekciju parbaude].

118. Paskaidrojo$a teksta lauku parbaude [Paligriki -> Dazadi riki -> Datu
kontrole> Paskaidrojosu tekstu parbaude].

119. Parbauda atstarpes pirms un p&c teksta [Paligriki -> Dazadi riki-> Datu
kontrole -> Meklét tekstam atstarpes].
Parbauda elementu un tekstu novietojumu aiz lapas ramja [Paligriki -> Dazadi riki -> Datu
kontrole -> Meklét elementus arpus zoga Meklet tekstus a arpus 7oga]. Izmanto Zogu.

E@E@! HR.Q -m—lETl

Datu kontroles riku palete, kas izmantojama punktiem Nr. 6-1

64 .att.

120. Labo vai norada kliidas, kas konstatétas ar Datu kontroles rikiem.

121. Atribiitu tabulas (Data Browser) parbaude - informacija par darbu ar atribtitu

tabulu pieejama dokumentacija (atlasot vienu vai vairakus ierakstus un nospiezot Locate,
to var apskatit un pietuvinat kart€, ka ari, nospieZot Highlight, elementi tiks ieziméti kartes
skata).
Parbauda utility L slani ietilpstoSo elementu saskeltibu — elektrolinijas, gazes un naftas
vadus. Elektrolinijam daliSanas posmos atlauta pie apaksstacijam, ka ar1 veidojoties
atzariem vienada sprieguma linijjam. 110kV linija nedrikst Skelt 330kV sprieguma
elektroliniju. Gazes un naftas vadiem daliSanas posmos atlauta tikai pie apakSstacijam vai
atzaru veidoSanas situacijas, tacu ne sava starpa.

122. Ar riku Utilities-> Data Clenup parbauda dubultos elementus visos limenos
(izmantojot Select).

i = IDI }J
| Elle
] Duplicates * ] Overlaps l Gaps
Process View: 1 v] - Cleanup Actions - # Found
Duplicates; Select | NA
! Create Backu
a S 2 Overlaps: - hone - | NA
Use Eence  Inside Vl
Gaps: -honhe- | N&
| Save Flags inFile

Flag Size: [1.000 |

- Overview
Duplicate: When 2 elements of the same type share the same location and geometry.
Overlap: When 2 elements partially overlap one another.

Gap: When an element has an endpaint too far from another element

Apply ] Done

65 .att.
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Parbauda un dze$ dubultos elementus kontlrdaloSajiem elementiem Paligriki ->
Finalapstrade -> Topologiska tiriSana -> Dz&§ dubultos elementus (izmantojot Zogu).

Q= a | F o8| Few | Q8| ] | @)

£

66.att.

123. Topologiska parbaude kontiirdalo$ajiem objektiem [Paligriki -> Finalapstrade
-> Limenu atlase -> Pieslégt kontiiru ierobeZojosas linijas un centroidus].
[Paligriki -> Finalapstrade -> Topologiska tiriSana -> Mekl&t atstarpes starp linijam/Meklét
noslégtas linijas/Parbaudit topologiju.] Jaiezimé Zogs!

Topologiska parbaude sarkanajam linijam [Paligriki -> Finalapstrade -> Limenu atlase ->

Pieslégt purvu, seklu, meldraju ideni centroidus un kontiiru ierobezojoso liniju S].
[Paligriki -> Finalapstrade -> Topologiska tiriSana -> Meklét atstarpes starp linijam/Meklét
noslégtas linijas/Parbaudit topologiju]. JaiezZimé Zogs!

Q= opn] = 0 B [ [2]Q 6| ] |0

x

67 .att.

124 .Parbauda liniju fragmentus. Paligriki -> Finalapstrade -> Topologiska tiriSana
-> Meklét Iiniju fragmentus. Tolerance 0 un 0,001.

X
5[] Pa| @)

68.att.

125. Situacijas salidzinaSana ar blakus lapam, liniju un poligonu sakritiba, liniju un
poligonu tipu sakritiba, atribiitu informacijas sakritiba. Parbauda kontiirdalo$o Imiju
atbilstibu poligoniem un pareizu to lietojumu. Blakus lapas piesledz ar riku:
[Paligmateriali -> Pievainot Topo v4 (no apstrades) *.dgn]. Pievieno tikai Topo10 4.cikla
blakus lapas.

Par atseviskos gadijumos konstatetam klidam satura, tekstos un uz lapu malam,
konsultgjas ar redaktoru, veic labojumus p&€c redaktora noradijumiem. Ievero citus
topografiskas kartes veidoSanas aprakstus, noradjjumus, kas apkopoti kartes
dokumentacija, un redakcionalos komentarus.

Seko 11dzi izmainam Topografiskas kartes projekta [Paligriki — Atjauninajumu saraksts].

126. Telpisko datu administréSanas un kontroles dalas specialists, veicot datu
parbaudi, pienem 1@mumu atkariba no klidu daudzuma un veida:

126.1. kludu izlabo Telpisko datu administréSanas un kontroles dala, veicot
informativas piezimes datu pienems3anas izdruka;

126.2. konstat§jot ieveérojamu daudzumu tehnisko kludu, Telpisko datu
administréSanas un kontroles dalas specialists nodod datu piepemSanas izdruku ar
noraditajam klodam Lielm@roga karSu nodalas kartografijas inZenierim atkartotas datu
kontroles veikSanai, karSu lapas *.dgn fails ar piezimé&m tiek novietots nadkama procesa
direktorija P* labosana pec_datu_pienemsanas;
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126.3. gadijumos, kad Telpisko datu administréSanas un kontroles dala konstaté
satura kladas, to laboSanu akcepté Lielméroga karSu nodalas galvenais redaktors ar savu
parakstu datu kontroles izdruka, kura §is kltidas ir noraditas.

127. Parskatit LKN veiktos labojumus, ja fails ir ticis nosiitits uz datu kontroli:

127.1.Atkartoti parbaudit failu ar “Datu kontroles” rikiem;
Reset Feature visiem Kartes elementiem, izpemot tekstus. Izmantot Zogu vai iezimét
elementus;

127.2. Kontiirdalo$ajam linijam parbaudit topologiju, meklét atstarpes starp linijam,
mekl€t nenoslégtas linijas;

127.3. Atjauninat datu laukus NAME, ANGLE, SPACING;

127.4. Atjauninat BASENAME datu laukus;

127.5. Dzést neizmantotos Itmenus (File -> Compress -> Design);

127.6. Faila parcel$ana uz nakamo procesu [topologija ArcGIS];

127.7. No jauna procesa 1zdzes$ jautaGjums _sarkans un jautajums_lilla slanus.

128. Datu pienemsana uzskatama par pabeigtu, ja Telpisko datu administréSanas un
kontroles da]a digitalie dati *.dgn datu formata ir atziti par atbilstoSiem normativajiem
aktiem.

129. Pabeidzot datu pienemsanu, Telpisko datu administréSanas un kontroles dalas
specialists, kuram dots darba uzdevums:
129.1. WORK sistéma veic ierakstu par darba pabeigSanu;
129.2. digitali parvieto karti *.dgn formata uz nakamo kartes aktualizacijas procesu
darba procesu kataloga — P* topologija ArcGIS;,

130. Péc datu piepemsSanas Telpisko datu administréSanas un kontroles dalas
vaditajs nodod Lielmé&roga karSu nodalas vaditajam kartes tehnisko lietu.

XVIII. Datu konvertésSana ESRI ArcGIS formata, konvertéto datu

topologija, kliidu analize un datu laboSana, ielade centralaja datubaze
Datu konvertésana ESRI ArcGIS formata

131. Datu konvertéSanu ESRI ArcGIS formata veic Telpisko datu administréSanas
un kontroles dalas geoinformatikas inZenieris (turpmak - geoinformatikas inZenieris)
saskana ar $adiem nosacijumiem:

131.1.datu konvertéSanu veic ar Bentley Map V8i programmas ,,fopol0i-
redigesana” darba vidi, atverot karSu lapas *.dgn failu no $im procesam atbilstosas
direktorijas P* topologija_ArcGIS;

131.2 datu konverté$anai izmanto riku File->FExport->GIS Data Types, kas atver
Map Interoperability dialoga loga Export sadalu;

131.3. ar labo peles taustipu aktivizé Export direktoriju un izvélas New Export
(59.att.), kas izveidos jaunu eksport€Sanas pieprasijumu Exportl;
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& Map Interoperability

Connections | Imports  Exports l

New Export

Open Export...

Search...

59.att.

131.4. ar labo peles taustipu aktiviz€ Export! pieprasjjumu un izvélas
izvades formatu Add Esri File Geodatabase (60.att.);

&

&, Map Interoperability

1= x|
| Connections | Imports ~ Expoits I
=20 Exports
e W Add Shapefile...
Add Shapefile directory...

Add TAB file...
Add MIF file...
Add TAB directory. ..

Add CsY file...
Add CSY directory...

Add GML File...

e ———  AddEsriFile Geodatabase. ..

Remove

60.att.
131.5. norada datubazes nosaukumu un direktoriju P* GDB, datubazes
nosaukumu veido saskana ar Latvijas 1993. gada topografisko karSu sistemas (TKS — 93)
karSu lapu nomenklatiiru - datubazes nosaukumu veido tikai kartes lapas numurs Xxxx-xx

(61.att.);

New Esti File Geodatabase Export g -10f x|

Please enter the name of your new Esii File Geodatabase:

{422112

Please select where you want your new Esri File Geodatabase to be created:
[Z:\Apstrade\topo10V22144221-124P21_GDB } , | Select |

0Ok Cancel

%

61.att.

131.6. ar labo peles taustinu aktiviz€ pievienoto datubazes *.gdb failu un
aktiviz€ Export komandu (62.att.);
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=0 Exports
=4 Export] ’
SR -\ Apstiade\topo1 04422144221-12\P21_GDB\4221-12.gdb
(- Attached Export
-1 Not Attached Braar
Spatial Area All Check all
View 1 Check Mone
Remove
Hide Features

Show Features »

62.att.

131.7.  konvertéSana sekmigi pabeigta, kad Message Center dialoga tiek paradits
pazinojums Export Completed un netiek uzraditi kliidu pazinojumi. Kliidu gadijuma jaseko
Message Center noradém, javeic kliidu novérSana *.dgn faila, jaizdzes eksportéta datubaze
un jaatkarto konvert€sanu, ka noradits 114.2-114.7 punktos (63.att.).

& Message Center C T =131 x]
Export Complete (4631 features in 106,881 seconds). ]

GDIEXPLORER is already loaded.

Message Details

63.att.
132. Telpisko datu administré$anas un kontroles dalas specialists veic ierakstu
datu slana ,,topo10 parskats” datu lauku ,,4 dat kont” vai datu lauku ,,4 dat kl”.

Konvertéto datu topologija, kliidu analize un datu laboSana, ielade centralaja
datubaze

133. Konvert&to datu topologiju, klidu analizi un datu labosanu ESRI ArcGIS formata
veic Telpisko datu administréSanas un kontroles dalas geoinformatikas inZenieris saskana ar
Sadiem nosacijumiem:

133.1. atver ArcCatalog un izveido Feature Dataset jaunaja datubaze; ar Import >
Feature Class (multiple) ielad€ visas datu klases tikko izveidotaja Feature Dataset;, datu
klases, kas atrodas arpus Feature Dataset, izdzES$ un izlabo nosaukumus jaunajam datu
klasém;

133.2. modeli ‘Labot_Geometriju v4’ norada izveidotas GeoDB liniju un poligonu
datu slanus; iedarbinot modeli, labo $o slanu geometriju;

133.3. geoinformatikas inZenieris, ar labo peles pogu uzspiezot uz Feature

Dataset, kura atrodas datu klases, izvélas New > Topology, kur spieZ Next 1idz logam, kura ir
vaicajums “Select the feature classes that will participate in the topology” — $aja vieta jaatlasa
slani, kuriem tiks veikta topologija. Jaievéro, ka slanim “utility L” topologijas parbaude javeic
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atseviski no paréjiem, lai netiktu raditi jauni geometrijas elementi slaniem, ko tas krusto. Talak
loga ar vaicajumu “Specify the rules for the topology” ar Add Rule jaievada vai ar Load Rules
jaielade jau iepriek§ sagatavoti topologijas nosacijumi, péc kuriem tiks veikta GeoDB datu
slanu topologijas parbaude, péc ka jaizvelas Next un Finish;

133.4. Topologijas parbaude tiek veikta péc §adiem nosacijumiem:
Must Not Overlap With

bridge L, Must Not Overlap With,flora

bound L, Must Not Overlap
With,hidroobj L

bridge L, Must Not Overlap
With,terra L

bound L, Must Not Overlap .
With,hidro L

bound L, Must Not Overlap

bound L, Must Not Overlap

With,terra L With,hidrax L
bound L, Must Not Overlap bound_ L, Must Not Overlap
With, flora L With,object L

bound_L, Must Not Overlap
With,bridge L

bridge L, Must Not Overlap
With,hidroobj L

bound L, Must Not Overlap
With,rail L,

object L, Must Not Overlap
With,rail L

bridge L, Must Not Overlap
With,object L

object L, Must Not Overlap
With,hidroobj L

bridge L, Must Not Overlap
With,hidrax L

flora_L, Must Not Overlap With,rail L

hidrax_L ,Must Not Overlap
With,roadax L

terra_L, Must Not Overlap With,rail L,

hidrax L, Must Not Overlap

roadax L, Must Not Overlap

With,flora L With,rail L
hidro_L, Must Not Overlap ; .
With flora L road L, Must Not Overlap With,rail L

hidro_L, Must Not Overlap
With,road L (iznémums Cels_..._mala
var parklaties ar

Krasta linija neredzama)

bridge L, Must Not Overlap
With,bound L

object L, Must Not Overlap
With,hidrax L

object L, Must Not Overlap
With,roadax L

object L, Must Not Overlap
With,hidro L

bridge L, Must Not Overlap
With,roadax L

object_L, Must Not Overlap
With,road L

hidrax L, Must Not Overlap
With,hidroobj L

bridge L, Must Not Overlap
With,hidro L

hidrax L, Must Not Overlap
With,rail L

object L, Must Not Overlap

hidro L, Must Not Overlap With,rail L.

With,terra L

object L, Must Not Overlap hidroobj L, Must Not Overlap
With,flora L With,road L

hidrax_L, Must Not Overlap hidroobj L, Must Not Overlap
With,road L With,terra L

hidrax L, Must Not Overlap hidroobj L, Must Not Overlap
With,terra L With,flora L

hidro_L, Must Not Overlap

With,roadax L

hidroobj L, Must Not Overlap
With,rail L
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hidro L, Must Not Overlap
With,terra L

road A, Must Not Overlap
With,landus A

road_L, Must Not Overlap
With,roadax L

hidro_A, Must Not Overlap
With,landus_A (izp€mums:
poligons Jura var parklaties ar
poligons Seklis)

road L, Must Not Overlap

hidro_A, Must Not Overlap

With,terra L With,road A
road L, Must Not Overlap buildup A, Must Not Overlap
With,flora L, With,landus A

roadax L, Must Not Overlap
With,terra L

buildup A, Must Not Overlap
With,swamp A

roadax_L, Must Not Overlap
With,flora L (izpémums Celins_taka
var parklaties ar Stiga ... 5m)

buildup A, Must Not Overlap
With,road A

terra_L, Must Not Overlap
With,flora L

buildup A, Must Not Overlap
With,hidro A

bridge L, Must Not Overlap
With,rail L

build_A, Must Not Overlap
With,swamp A

bound_L, Must Not Overlap
With,roadax L

build A, Must Not Overlap
With,road A

bound_L, Must Not Overlap
With,road L

build_A, Must Not Overlap
With,hidro A

Must Not Overlap

build A, Must Not Overlap

terra_L, Must Not Overlap,

buildup A, Must Not Overlap

bound L, Must Not Overlap

hidro A, Must Not Overlap

roadax_L, Must Not Overlap

road A, Must Not Overlap

object L, Must Not Overlap

swamp_ A, Must Not Overlap

hidrax L, Must Not Overlap

landus_A, Must Not Overlap

road L, Must Not Overlap

object_ A, Must Not Overlap
(izpémums Sporta_laukums M var
parklaties ar Parks izklaides M)

flora_L, Must Not Overlap

bridge L, Must Not Overlap

rail L, Must Not Overlap

hidro L, Must Not Overlap

Must Not Have Dangles

road L, Must Not Have Dangles

rail L, Must Not Have Dangles

hidro L, Must Not Have Dangles

bound L,Must Not Have Dangles

Must Not Intersect With

flora L, Must Not Intersect
With,hidro L

terra_L, Must Not Intersect
With,hidro L

flora L, Must Not Intersect
With,road L

terrra_L, Must Not Intersect
With,road L

Moust Not Intersect

bridge L, Must Not Intersect

terra L,Must Not Intersect

hidro L, Must Not Intersect

bound L,Must Not Intersect

road L, Must Not Intersect

Must Not Self-Intersect

bridge L, Must Not Self-Intersect

rail L, Must Not Self-Intersect

object L, Must Not Self-Intersect

terra L, Must Not Self-Intersect

hidrax L, Must Not Self-Intersect

flora L, Must Not Self-Intersect
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hidro L, Must Not Self-Intersect

bound L, Must Not Self-Intersect

road L, Must Not Self-Intersect

MS L, Must Not Self-Intersect

roadax L, Must Not Self-Intersect

hidroobj L, Must Not Self-Intersect

Must Be Disjoint

bridge P, Must Be Disjoint

road P, Must Be Disjoint

build P, Must Be Disjoint

buildup T, Must Be Disjoint

terra P, Must Be Disjoint

flora P, Must Be Disjoint

road T, Must Be Disjoint

name T, Must Be Disjoint

object T, Must Be Disjoint

hidro T, Must Be Disjoint

object P, Must Be Disjoint

hidro P, Must Be Disjoint

geod P, Must Be Disjoint

bound P, Must Be Disjoint

centr T, Must Be Disjoint

Must Not Self-Overlap

hidrax L, Must Not Self-Overlap

rail L, Must Not Self-Overlap

hidroobj L, Must Not Self-Overlap

bound L, Must Not Self-Overlap

hidro L, Must Not Self-Overlap

MS L, Must Not Self-Overlap

road L, Must Not Self-Overlap

terra L, Must Not Self-Overlap

object L, Must Not Self-Overlap

flora L, Must Not Self-Overlap

roadax L, Must Not Self-Overlap

Must Not Have Pseudo Nodes

utility L

rail L, Must Not Have Pseudo Nodes

utility L, Must Not Have Dangles

Must Be Covered By Line

utility L, Must Not Self-Overlap

bound_ P, Point Must Be Covered By
Line, bound L

utility L, Must Not Self-Intersect

133.5 Izmantojot komandu Validate, parbauda datu atbilstibu definétajiem
uzstadijumiem, un tiek atlasitas klidas (Error);
Izmantojot ArcMap, veic konstatéto klidu analizi un laboSanu (pieméram, dati savstarp€ji

parklajas, linijas nesakrit ar poligonu malam, dubultie objekti, Iinijas veido cilpas u.c.);
133.7. Ielade datus iepriek§ sagatavotaja geodatubazé TopolOi_v4.gdb, lai

veiktu vizualiz€Sanu;

133.8. Veic Topol0_v4 vizualizé$anu ArcGIS péc instrukcijas (7.pielikums);

133.9. Parbauda datus tabulari.

134.Sakartotos datus no TopolOi v4.gdb eksporté uz direktoriju P* GDB ka
jaunu failu GeoDB, pieskirot nosaukumu ‘xxxx-xx_gatavs’.

135.1zdzes$ tukSos slanus un velreiz labo geometriju.

136.Geoinformatikas inZenieris, izmantojot ArcCatalog, katra slapa datus ar
komandas Load Data palidzibu ieladé CDB (64.att.).
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GlS bridge L1

64.att.
137.Geoinformatikas  inzenieris CDB iek§ PUBDBO02 datu slapa
GIS.Topol0 ramis TKS datu lauka ‘V4 _DATUMS’ katrai ieladétajai kartes lapai ieraksta
datu ielades datumu.
138.Geoinformatikas inZenieris datu konvertésanu ArcGIS formata un ieladi CDB
veic 10 darba dienu laika péc datu sanemsanas.

139.Geoinformatikas inZenieris periodiski (ne retak ka reizi ceturksni) veic datu
eksportu no CDB uz PRODUKTI serveri P:\Topo_10\ArcGIS\Izdevums 4\... ArcGIS failu
GeoDB formata.

140.KonvertéSana no ArcGIS formata uz *.dgn failu formatu tiek veikta péc
Sadiem nosacijumiem:

140.1 izveido direktoriju P* DGN no GDB, kur “*” vieta noradits procesa kartas
numurs;

140.2. ar Bentley Map V8i programmas ,,topolQi-redigesana” darba vidi
izveido jaunu karSu lapas *.dgn failu, uzstada sakuma failu SEEDLV2D V8iDGN,
nosaukumu veido saskana ar Latvijas 1993.gada topografisko karSu sistémas (TKS — 93)
kar$u lapu nomenklatiiru - topografiskas kartes nosaukumu veido tikai kartes lapas numurs
xxxx-xX (kur x ir lapas nomenklatiiras cipari) ar paplasinajumu *.dgn. (xxxx — xx.dgn).

140.3. datu ieladei izmanto riku File->Import->GIS Data Types, kas atver
Map Interoperability dialoga loga Imports sadalu;

140.4. ar labo peles taustipu aktiviz€ Import direktoriju un izveélas New
Import, kas izveidos jaunu import€Sanas pieprasijumu Importl,

140.5. ar labo peles taustinu aktivizé Importl pieprasijumu un izvelas
ievades formatu Add Esri File Geodatabase (read-only);,

140.6. ar labo peles taustinu aktiviz€ pievienoto datubazes *.gdb failu un

aktiviz€ Import komandu (65.att.);
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& Map Interoperability SR =10] x|

" Connections  Impoits l Exportsl
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= rV— (_] Z:\Apstrade\topo1044221\4221-12\P21_GDB\4

17 \'vl;_ bridge_L

..¥ o bidge_P .
i = Preview
¥ ) buid_A
- o buid_P Search...
]
J Check all
Spatial Area All Remove
View 1
Save Spatial Area True Hide Features

Show Features »

Feature Symbology ~
Level *Varies™
Color = Bylevel
Transparency 1]
Weight = Bylevel
Line Style = ByLevel
Priority ]
Element Class Primary
| [ Pat Z:\Apstrade\topol04422114221-12\P2
65.att.

140.7. konvertéSana sekmigi pabeigta, kad Message Center dialoga tiek
paradits pazinojums Import Completed un netiek uzraditi kliidu pazipojumi (66.att.)

=101 x|
Display complete

Import Complete (4631 features in 5,120 seconds).
XFMEH loaded.
GDIEXPLORER is already loaded.

&, Message Center

Message Details

66.att.
141. Importétajiem datiem javeic tekstu un punktveida simbolu vizualizacija
saskana ar Sadiem nosacijumiem:
141.2. punktveida objekti un teksti japagriez atbilsto§i lepkim, kas noradits
ANGLE datu lauka, aktiviz&jot Zoga reZimu un izmantojot riku paleti Paligriki->Dazadi riki->
Datu lauki un vizualizacija un aktivizéjot komandu Rotét elementu ar vertibu no ANGLE datu

lauka 4{@' (65.att.);
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Datu lauki un vizualizacijz x|

4l E4 T ESRTT

65.att.
141.3. Tekstiem jaizretina simboli atbilsto§i vértibai no SPACING datu
lauka, aktiviz&jot Zoga rezimu un izmantojot riku paleti Paligriki->Dazadi riki-> Datu lauki
un vizualizacija un aktiviz€jot komandu Izretinat simbolus vertibu no SPACING datu lauka

tA

142. Telpisko datu administré$anas un kontroles nodalas specialists novieto
kartes lapas digitalos datus *.dgn datu formata direktorija
Produkti\Topo 10\DGN\4 _izdevums\...(serverl) un veic ierakstu datu slapa ,,topo10 parskats”
datu lauku ,,3 dat kont” vai datu lauku ,,3 dat klI”.

XIX. Kartes lapas aizramja informacijas sagatavosana, datu konvertacija
pa slaniem un finalnofomé&jums kartes tipografiskai iespiesanai.

143. Regiona nodalas darbinieks gatavo kartes lapas aizramja informaciju, datu
konvertaciju pa slapiem un finalnofom&umu kartes tipografiskai iespiesanai.

144. Kartes lapas aizramja informaciju sagatavo speciala xxxx-xx_ptk.dgn faila
saskana ar topografiskas kartes meéroga 1:10 000 visparigajam prasibam.

145.Péc aizramja informacijas sagatavo$anas Regiona nodalas darbinieks nodod
*.dgn failu Regiona nodalas vaditajam kartes talakai sagatavoSanai tipografiskai iespieSanai.

146 Regiona darbinieks Adobe Illustrator programma veic datu konvertaciju pa
slaniem *.eps datu formata.

147. Konvertaciju veic tipografiskai iespieSanai sagatavotajam failam - xxxx-
xx_ptk.dgn;

148. Regiona darbinieks p&c konvertacijas nodod *.eps datu formata failu Regiona
nodalas vaditdjam novieto$anai telpisko datu kratuve.

149. Finalnoform&jumu Regiona darbinieks veic Adobe Illustrator programma *.eps
formata faila. Finalnoformé&juma procesa tiek veikta kartes vizualizacija.
Darba rezultats ir vizualiz&ta un tipografiskai iespieSanai sakartota karte *.eps formata.

150. Darbinieks vizualizétu failu *.eps formata nodod Regiona nodalas vaditajam.
Regiona nodalas vaditajs failu *.eps formata nodod karSu redaktoram.

XX. Finalredaktiira pirms kartes tipografiskas iespieSanas

151. Finalredaktiru veic Lielméroga karSu nodalas karSu redaktors saskana ar
topografiskas kartes méroga 1:10 000 visparigajam prasibam un S$ajos noteikumos
noteiktajam prasibam:

151.1.Redaktors veic vizualizéta xxxx-xx_ptk.dgn failu redaktiiru, parbaudot:
151.2 kartes saturu kopa ar aizkrasojumu;

TOPOGRAFISKAS KARTES MEROGA 1:10 000 TEHNISKIE NOTEIKUMI 46



151.3.uzrakstu izvietojumu un vizualizacijas kvalitati;
151.4.aizramja informacijas pareizibu.

152. Kartes izdruku ar redaktora parakstu, ta atSifré§jumu un darba veikSanas
datumu ievieto kartes lapas tehniskaja lieta.

153. Ja redaktors konstaté klidainu aizramja informaciju vai nekvalitativu kartes
vizualizaciju, kartes lapas izdruku ar piezimém nodod Regiona nodalas vaditajam klidu
laboSanai.

154. Péc konvertéSanas uz *.eps formatu redaktors veic vél vienu izdruku, kura
parbauda, vai visi kartes elementi ir parkonvert&jusies, ka ar1 kartes vaka noformgjumu.

155. Galvenais redaktors parskata karti un saskano to tipografiskai iespieSanai.

156. Kartes failu *.eps formata redaktors novieto Agentiiras gatavas produkcijas
direktorija.

157 Kartes laboSana pec finalredaktiiras:

157.1. laboSanu péc finalredaktiiras veic Regiona darbinieks saskana ar redaktora
piezimém;

157.2. ja redaktors ir konstatgjis tikai vizualizacijas kludas, tas labo *.eps formata
faila;

157.3. ja redaktors ir konstatgjis kludas kartes satura, vispirms labo kartes *.dgn
datu formata failu, bet p&c tam veic izmaipas ar1 *.eps datu formata faila.

158. Finalredaktiira ir pabeigta, ja redaktors akceptgjis visu finalredaktiiras procesa
konstatéto kltidu un nepilnibu labojumus.

159. Kartes labo3anas péc finalredaktiras rezultats ir izlaboti kartes *.dgn un *.eps
datu formata faili, kurus nodod ievietoSanai gatavas produkcijas direktorija.

XXI. Kartes tipografiska iespieSana

160. Pirms kartes tipografiskas iespieSanas Agentiiras tipografija ,,Latvijas Karte”
(turpmak - Latvijas Karte) péc Kartografijas departamenta rakstiska iesnieguma sagatavo
kartes lapas paraugnovilkumu.

161. Latvijas Karte datus *.eps datu formata sagem no Lielmé&roga karSu nodalas,
izmantojot direktoriju, kas nodroSina aktualds informacijas apriti starp procesa
iesaistitajam struktiirvienibam.

162. Latvijas Karte sagatavo kartes lapas paraugnovilkumu un iesniedz to
Lielm&roga karSu nodalas vaditajam, kur§ to izdrukata veida iesniedz galvenajam karSu

redaktoram parbaudei.

163.Galvenais karSu redaktors parskata paraugnovilkuma kvalitati un dod
saskanojumu kartes lapas tirazeéSanai.

164. Galvenais redaktors péc paraugnovilkuma saskapoSanas ievieto kartes lapas
paraugnovilkuma izdruku kartes lapas tehniskaja lieta.
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165. Ja galvenais redaktors paraugnovilkuma konstaté kliidas, tas *.eps datu
formata faila labo galvenais karSu redaktors vai vina noziméts darbinieks.

166. Galvenais karSu redaktors izvérté kliidu daudzumu un nepiecieSamibu atkartoti
sagatavot kartes lapas paraugnovilkumu.

167. Kartes tipografisku iespieSanu Latvijas Karte veic Kartografijas departamenta
rakstiska iesnieguma.

168. Tipografiski iespiestas kartes Latvijas Karte nodod Arhiva un aprites materialu
fonda.

XXII. Kartes nodoSana

169. Kartes nodoSanu veic 2 posmos:

169.1. kartes lapas tehniskas lietas nodoSana ar pavadzimi Arhiva un aprites
materialu fonda;

169.2. datu nodoSana (So noteikumu XVIII. nodala - datu ievietoSana gatavas
produkcijas direktorija).

170. Kartes lapas tehnisko lietu Arhiva un aprites materialu fonda nodod
Lielméroga kar$u nodalas vaditajs saskapna ar Agentiiras noteikumiem par dokumentu
uzskaiti un apriti Latvijas Geotelpiskas informacijas agentiiras arhiva.

XXIII. Nosléguma jautajums

171. Agentiras 2012.gada 28. marta Noteikumu Nr.5 , Topografiskas kartes
méroga 1:10 000 informacijas sagatavoSanas un aktualizacijas tehniskie noteikumi”
noteiktas prasibas attiecinamas uz kartes 3.izdevumu - treSo valsts teritorijas kartografisko
parklajumu topografiskajai kartei méroga 1:10 000 un/kartes sagatavoSanas procesa
izmantojamas ne ilgak ka Iidz ceturta valsts teritorijas karfogfafiska parklajuma izpildei.

Direktors

Kristaps Kiziks %
Kristaps.Kiziks@lgia.gov.lV*

II1. Darba vides sagatavoSana

XI. Topologiska sakarto§ana

XII. Kartes vizualizacija

XVIIL Datu konverteé$ana ESRI ArcGIS formata, konvertéto datu topologija, klidu analize un datu laboSana,
ielade centralaja datubaze

Datu konverté$ana ESRI ArcGIS formata

7.pielikums “Topo10 V4 vizualizé$ana ArcGIS”

pulkvedis M. Liberts

Latvijas Geotelpiskas informacijas agentdras

direktora vietnieks
Z. Liepina

- ~ __ gecinformacijas jautajum
. A L (L/ZQM < geoinformacijas ja l/ V. Bérzing
Zane. Liepina@lgia.gov.lv = oG - //’L/v/‘/a, /,_\
A Kursisa 26520311 Q/ 7 { LA 'f”' J;/ :,'-Z{uﬁ(’ (/UG /
Agnese Kursisa@lgia.gov.lv [ % HEE -/
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